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STUDY OF THERMOCOUPLES FOR MEASUREMENT OF H I G H  TEMPERATURES 

Michel Villamayor 

ABSTRACT. Previous works have shown t h a t  tungsten-rhenium 
a l l o y  thermocouples were a good instrument f o r  measuring 
high temperatures.  S t a r t i n g  with t h a t  fact  t h e  au thor  has 
s tud ied  t h e  W/W 26% Re and W 5% Re/W26% R e  thermocouples of 
French manufacture intended f o r  measuring temperatures up 
t o  230OOC. In  experiments outs ide t h e  r e a c t o r  he has  de- 
termined t h e  general  c h a r a c t e r i s t i c s  of t hese  thermocouples 
-- average c a l i b r a t i o n  curves, thermal shock in f luence ,  re- 
sponse times, and a l l o y s  which permit cold source compensa- 
t i o n .  
neutron f l u x  has been determined by experiments i n  t h e  re- 
ac to r .  
new type of thermocouple made of molybdenum-columbium a l l o y s .  

The evolut ion of  these  thermocouples under thermal 

The observat ions have l ed  the  author  t o  propose a 

INTRODUCTION 

Measurement of high temperatures i s  gene ra l ly  done i n  one of two ways: 
e i t h e r  by means of an o p t i c a l  pyrometer, o r  by means of probes.  

The f irst  method makes it poss ib l e  t o  reach very h igh  temperatures ,  
bu t  while  i t s  use i s  va luable ,  t h e r e  are a number of  cases  where it cannot 
be used. 

A s  t o  t he  second method, u n t i l  the  last few years  it had been l imi ted  
t o  a r e s t r i c t e d  range of temperatures ,  s ince  the  thermocouples were made o f  
precious metals .  

I t  was not  u n t i l  t he  recent  improvement i n  processes  o f  manufacture of 
r e f r a c t o r y  metals and a l l o y s  t h a t  it was poss ib l e  t o  produce rugged thermo- 
couples of small bulk capable of prec ise  measurement of  very high tempera- 
t u r e s ,  and i n  p a r t i c u l a r  t h e  opera t ing  temperatures of nuc lea r  r e a c t o r s .  

The measurement of t h e  electromotive fo rces  provided by numerous com- 
b ina t ions  of r e f r ac to ry  metals and a l l o y s  has been c a r r i e d  out  i n  fore ign  
l a b o r a t o r i e s ,  and the  r e s u l t s  obtained show t h a t  it is  tungsten-rhenium a l -  
loys t h a t  o f f e r  t he  bes t  thermoelec t r ic  c h a r a c t e r i s t i c s .  

In  t h i s  s tudy we have inves t iga t ed  t h e  behav io r ' o f  thermocouples made 
o f  pure tungsten and tungsten wi th  26% rhenium (W/W 26% Re) and of tungsten 
with 5% rhenium and tungsten with 26% rhenium (W 5% Re/W 26% Re), of French 
manufacture (Socigtg J. Bocuze E Cie) ,  designed f o r  measuring the  tempera- 

*Numbers i n  t h e  margin ind ica t e  pagination i n  t h e  fore ign  t e x t .  
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Pure i n  nuc lea r  r e a c t o r s .  

The general  c h a r a c t e r i s t i c s  o f  these thermocouples were determined i n  
experimentation outs ide  t h e  r eac to r .  

By c a l i b r a t i n g  a l a rge  number of them we were ab le  t o  e s t a b l i s h  t h e  / 6  - 
curves and mean c a l i b r a t i o n  t a b l e s  r e l a t i v e  t o  each type. 

We then  attempted t o  de l imi t  t h e  e r r o r s  i n  measurement r e s u l t i n g  from 
the  condi t ions  of  t h e i r  use,  inves t iga t ing  t h e i r  response time, t h e i r  v a r i a -  
t i o n  as a funct ion of  t i m e ,  and the  influence of thermal shocks.  

I n  o rde r  t o  take  account,  wi th in  a wide range of temperature,  of the  
evolu t ion  of these  thermocouples under i r r a d i a t i o n ,  we undertook a s e r i e s  
o f  manipulations,  t h e  desc r ip t ion  and the r e s u l t s  of which a r e  t h e  sub jec t  
of t h e  s tudy  i n  the  r e a c t o r .  

The observed phenomena, which can be i n t e r p r e t e d  q u i t e  well by a t t r i b u t -  
ing  an important r61e t o  t h e  e f f e c t s  produced by nuc lea r  t ransmutat ions , 
have l ed  us t o  propose a new type o f  thermocouples made of  molybdenum-niobium 
a l loys .  

2 



PART ONE 

A.  Theore t ica l  Review o f  Thermoelectricity 

B.  Thermocouples 

A. THEORETICAL REVIEW OF THERMOELECTRICITY - /9 

I .  THERMOELECTRIC EFFECTS 

I )  The Seebeck Effect '  ( 1 8 2 1 )  

Let us consider t h e  c i r c u i t  represented by 
Figure 1 and consis t ing of  two homogeneous conduc- 
t o r s  A and B i n  contact  along two su r faces  S and S '  
kept  a t  t he  temperatures T and T '  r e spec t ive ly .  

T a  

In an open c i r c u i t  we observe t h e  appearance 
of  an electromotive fo rce  (emf) dependent on t h e  
na ture  o f  t he  conductors and on the  temperatures 

passage of  a current which i s  reversed when T and 
emf T and T'. In  a c losed c i r c u i t  t h i s  emf induces t h e  

Figure 1 T '  are transposed. 

TQ We s h a l l  denote t h e  emf by E T ', ( A , B ) ,  with T > T '  and t h e  cur ren t  

flowing i n  t h e  d i r e c t i o n  ind ica t e3  on the f i g u r e .  

2 )  The Pel t ier  Ef fect  (1834) 

Assume an e l e c t r i c  c i r c u i t  cons i s t ing  of  two 
homogeneous conductors A and B y  i n  contac t  along a 
sur face  S and kept a t  a temperature T ,  i n  which a 
cur ren t  of  t h e  i n t e n s i t y  I i s  made t o  c i r c u l a t e  
(Figure 2 ) .  A t  t he  su r face  S w e  observe a r e l e a s e  
o r  an absorption o f  hea t  such t h a t  

Fim 2 ' I  P,b i s  ca l led  Pe l t i e r ' s  c o e f f i c i e n t  or  Pe l t i e r ' s  /10 
vol tage ,  and depends on the na ture  of  the conductors and on T.  

3 



' 3) The Thornson Effect 

Let us imagine a homogeneous conductor carry-  
ing  a cur ren t  o f  t he  i n t e n s i t y  I ,  t h e  ex t r emi t i e s  
of which a r e  kept at temperatures T and T '  (Fig- 
ure 3 ) .  In a region where the  temperature passes  
from T t o  T + AT, we observe an emission o r  an ab- 
sorp t ion  of heat such t h a t  

I A T .  - = h  dQ 
dt 

In the  e n t i r e  conductor we s h a l l  then have 
Figure 3 

- -  a Q - I = l : , h * d T ,  
at  

where h i s  Thomson's c o e f f i c i e n t .  

In order  t o  s impl i fy  our  l a t e r  ca lcu la t ions  we s h a l l  wr i t e  HT f o r  t h e  T '  T i n t e g r a l  h dT which i s  homogeneous a t  a vol tage  and which we s h a l l  c a l l  

t he  "Thomson vol tage.  If  

11. INTERPRETATION OF THE THERMOELECTRIC EFFECTS; THOMSON RELATIONS 

In  a conductor i n  which t h e r e  e x i s t  simultaneously an e l e c t r i c  cur ren t  
( i n t e n s i t y  I ) ,  a temperature gradient  (grad T),  and a s t r u c t u r e  gradient  
(grad f ,  funct ion of the  concentrat ion of f r e e  e l ec t rons  and of  t h e  tempera- 
t u r e  g r a d i e n t ) ,  t he  equations of e l e c t r i c  flow and thermal flow are wr i t t en  
respec t ive ly :  

grad T 
T . grad T 
T 

I = A * g r a d f + B -  

K = B grad f + C 

Equation (1) can be put  i n  the  form: 

grad f = e(p I + S grad T) , 

with -e : t he  charge of t he  e l ec t ron ,  

p : the  r e s i s t i v i t y  of the  conductor, and 

S : t h e  absolute  thermoelec t r ic  power of the  conductor. 

I t  is  i n t e r e s t i n g  t o  note  t h a t  Mott [7] has ca lcu la ted  the  expression 
r e l a t i n g  the  absolute  thermoelectr ic  power S of a pure metal t o  i t s  energy 
c h a r a c t e r i s t i c s .  

n2  k2 T [ d 10:~p(E) ] 
E = EF 3e s =  

k : Boltzmann's constant ;  EF : t h e  F e r m i  energy. 

4 



. Domenicalli [8] has s ince  extended t h e  formula t o  t h e  case of  a l l o y s .  

I t  has been demonstrated t h a t  t h e  quan t i ty  of thermoelec t r ic  hea t  emit- 
t e d  p e r  u n i t  volume pe r  u n i t  time is equal t o :  

(4) grad S . 
1) The Seebeck Ef fect  
Equation (3) appl ied  t o  the  c i r c u i t  o f  Figure 1 supp l i e s  t h e  value of  

t he  thermoelec t r ic  power of t h e  thermocouple thus c o n s t i t u t e d .  

(5) 
dE 
dT - =  sa - Sb , 

2 )  The Pel t ier  Ef fect  
In t h e  case of t he  c i r c u i t  diagrammed i n  Figure 2 ,  i d e n t i f i c a t i o n  of  

t he  expressions of thermoelec t r ic  hea t  permits c a l c u l a t i n g  t h e  P e l t i e r  vo l tage :  

(7) 

Combining equations (5) and ( 6 )  leads t o :  

dE P ab 
dT T '  
- =  - -  

an equat ion which relates t h e  thermoelectr ic  power t o  P e l t i e r ' s  c o e f f i c i e n t ,  
and which i s  c a l l e d  "the second Thomson r e l a t i o n . "  

3 )  The Thomson Ef fec t  - / 1 2  
Reasoning i n  the  same manner as before ,  we obta in  the  Thomson c o e f f i -  

c i e n t  appl ied  t o  t h e  c i r c u i t  of Figure 3: 

I f  we extend t h i s  equation t o  the  c i r c u i t  c o n s t i t u t i n g  a thermocouple and take  
i n t o  account equation ( S ) ,  w e  g e t :  

4 )  Expression of the Electromotive Force of a Thermocouple 
As a funct ion of t he  Pe l t ie r  and Thomson vol tages ,  t h e  combination of 

t he  foregoing equat ions furn ishes  t h e  expression of  t he  emf de l ivered  by a 
thermocouple , a l s o  c a l l e d  t h e  "first  Thomson r e l a t ion" :  

T T T 
ET, ( A , B )  = Pab(T) - Pab(T') + HT, (B)  - HT, (A) . 

I t  must be noted t h a t  (8) imposes upon E a non- l inear  v a r i a t i o n  as  a 
I n  f a c t  it has  been found experimental ly  t h a t  func t ion  of t h e  temperature.  

t h e  curve E = f(T) i s  parabol ic .  
t o  r ep resen t  t h e  emf of a thermocouple by an equation of t h e  form: 

I t  i s  f o r  t h a t  reason t h a t  it i s  customary 

E = a(T -T') + b(T2 - T ' 2 )  + c(T3 - T ' 3 )  + . . .  
5 



I t  w i l l  be remembered t h a t  i n  ET (A,B), by s t i p u l a t i o n ,  T > T ' ,  and T '  
a l s o  t h a t  A denotes t h e  conductor which has t h e  h igher  absolu te  thermoelec- 
t r i c  power. 

111. LAWS OF THERMOELECTRIC EFFECTS 

11 Law of Metallic Chains 
The sum of  the  Pe l t i e r  effects f o r  a metall ic chain of uniform tempera- 

t u r e  i s  zero: 

o r  

If t h e  value of t h e  Seebeck e f f e c t  o f  two metals i n  r e spec t  of a refer- 
ence metal  i s  known, t h i s  r e l a t i o n  shows t h a t  i t  i s  p o s s i b l e  t o  deduce t h e  
emf de l ive red  by t h e  couple cons t i tu ted  by those  two metals .  

21 Law of Intermediate Temperatures 
In  a c i r c u i t  formed of one and the same metal it i s  poss ib l e  t o  analyze 

t h e  Thomson vol tages  i n  such a way t h a t :  

T T '  Tn H:,, = H T f  + HTff  t . . . . .  + HTO . 

The r e s u l t  of t h i s  for t he  Seebeck e f fec t  i s  t h a t :  

T T '  T T O  
(A,B) = ET'  (AYB) + ETo (AyB) = (AYB) - (A,B) 

T 
E T O  

Note: 
t h e  Volta  effect and t h e  temperature e f f e c t  -connected with t h e  ex i s t ence  of 
e lectromotive t ens ions  i n s i d e  t h e  conductors. 

I n  order  t o  i n t e r p r e t  t h e  Seebeck e f f e c t  c e r t a i n  authors  introduce 

Let us merely remark t h a t  these  e f f e c t s ,  which i m p l i c i t l y  contain t h e  
P e l t i e r  and Thomson e f fec ts ,  obey the foregoing laws, and t h a t  t h e i r  sum 
gives  t h e  Seebeck e f fec t .  

I V .  PRINCIPLES OF THE USE OF THERMOCOUPLES 

If i n  t h e  c i r c u i t  of Figure 1 t h e  su r face  S '  i s  kept a t  a re ference  
temperature To (O°C,for example), t h e  measurement of t he  
poss ib l e  t o  deduce t h e  temperature T ,  once t h e  funct ion E'' (A,B) has been 
determined by c a l i b r a t i o n .  

m f  w i l l  make i t  

T 

The law of success ive  temperatures au thor izes  us t o  open the  c i r c u i t  
a t  any p o i n t ,  i n  t h i s  case a t  S ' , t o  measure t h e  emf, on t h e  condi t ion t h a t  

6 



t he  two fac ing  sur faces  thus obtained are a t  t he  same temperature.  
way we s h a l l  have produced a thermocouple i n  i t s  s implest  form o f  use.  

In  t h i s  

1) Measuring Device - /14 
A s  t h e  measuring instrument cannot 

be brought t o  t h e  re ference  temperature 
(OOC), it i s  connected t o  t h e  thermocou- 
p l e  by means of  i d e n t i c a l  conductors,  
as shown i n  Figure 4 .  

The i n s e r t i o n  of  t hese  connecting 

modification of  t h e  emf o f  t h e  thermo- 
couple, i f  we assume t h a t  these  wires and t h e  materials c o n s t i t u t i n g  the  mea- 
su r ing  apparatus  are of t he  same nature  o r  simply a t  t he  same temperature.  

Figure 4 wires i n t o  t h e  c i r c u i t  introduces no 

2 )  Cold Welding Correction 
A t  t h e  te rmina ls  of a thermocouple whose co ld  welding is at a tempera- 

t u r e  T '  d i f f e r e n t  from t h e  reference temperature To with which it was c a l i -  
b ra t ed ,  w e  measure ET such t h a t  T '  

ET' T = ETo T - ETo T '  

If t o  t h e  value measured w e  add the emf corresponding t o  t h e  tempera- 
t u r e  T ' ,  t h e  quan t i ty  thus obtained enables us t o  measure t h e  temperature 
o f  t h e  co ld  welding on t h e  curve E;o = f (T) .  

3) Cold We Zding Compensation 

I t  i s  frequent  t h a t  we have occasion 
t o  e longate  the  thermocouple by means of  
mater ia ls  (P and Q) very d i f f e r e n t  from 
those o f  which it is  made, a f t e r  a junc- 
t ion whose temperature T j  i s  almost always 
higher than t h e  re ference  temperature To. 

Such a c i r c u i t ,  diagrammed i n  Figure 

I 

I Figure 5 
5, d e l i v e r s  an emf E ,  which w e  analyze 

i n t o  P e l t i e r  and Thomson vol tages  thus :  

Applying t h e  intermediate  law of metals, w e  ge t :  /15 
Ppa(Tj) = Ppq(Tj)  + Pqa(Tj)  

and s u b s t i t u t i n g  i n  the  expression f o r  E:  

and Pbq(Tj)  = Pba(Tj)  + P aq ( T j )  , 

T T 
. E = [pab  (T) - P a b  ( T j )  + %j ( B )  - HTj (A) 1 + [Ppq(Tj) - Ppq(To) + H;iQ) - HFdP) 1. I 
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&e first  term enclosed i n  bracke ts  represents  ET (A,B) , t h e  second ETO T j (P,Q) , 
so t h a t :  T j 

AE being t h e  co r rec t ion  t o  be  appl ied  in t h e  case where t h e  conductors P and 
Q are any conductors. On the  o the r  hand, i f  t h e  choice o f  materials is such 
t h a t  AE = 0 ,  w e  s h a l l  then have e f fec ted  t h e  cold welding compensation. 

Thus i n  t h e  hypothe t ica l  case where t h e  thermocouple made of  materials 
P and Q d e l i v e r s  t h e  same emf as t h e  thermocouple (A,B) between Tj and To, 
we s h a l l  i n  fact  measure E = E;o(A,B) a t  t h e  te rmina ls  o f  t he  c i r c u i t  o f  
Figure 5. 

I t  can a l s o  be shown t h a t  f o r  AE = 0 ,  ETO T j (A,P) = ETO T j (B,Q) , 
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B ,  THERMOCOUPLES 

I .  SELECTION OF THERMOCOUPLES 

Of t h e  numerous poss ib l e  combinations of metals and a l l o y s ,  only those 
which make poss ib l e  the  p rec i se  and e f f i c i e n t  measurement of  temperatures can 
be used f o r  t he  manufacture of thermocouples. 

Such combinations should 
-- d e l i v e r ,  within a wide range of temperature, as high and as l i n e a r  an emf 

-- e x h i b i t  a low e l e c t r i c a l  r e s i s t i v i t y  and an exce l l en t  thermal conduct iv i ty ,  

-- possess good mechanical s t r eng th  f o r  minimum bulk,  

-- be made of ma te r i a l s  t h a t  a r e  eas i ly  worked, so  as t o  ensure reproducibi-  
. l i t y  of production batches.  

as poss ib l e ,  

The l i f e t i m e ,  s t a b i l i t y ,  and f i d e l i t y  of thermocouples a r e  a l s o  frequent-  
l y  r e l a t e d  t o  the  condi t ions under which they  a re  used; f o r  example, t h e i r  
r e a c t i v i t y  t o  c e r t a i n  compounds makes it necessary t o  take  precaut ions o r  
even t o  fo rb id  t h e i r  use i n  the  presence o f  such compounds; o r  again,  thermal 
cycles  which induce meta l lurg ica l  transformations ( r e c r y s t a l l i z a t i o n ,  temper- 
ing ,  e t c . )  within t h e  wires  cont r ibu te  t o  a v a r i a t i o n  i n  the  r e s i s t a n c e  and 
consequently i n  the  emf. 

11.  THERMOCOUPLES OF REFRACTORY METALS AND ALLOYS 

Measurement of temperatures up t o  230OoC by means of thermocouples neces- 
s i t a t e s  t h e  use of elements of  very high melting p o i n t ,  i . e .  r e f r a c t o r y  
metals ( e s s e n t i a l l y  tungsten , rhenium, molybdenum, niobium, and tantalum) and 

purpose o f  f inding t h e  combinations of these  mater ia l s  b e s t  capable of 
s a t i s f y i n g  the  c r i t e r i a  j u s t  enumerated. 

t h e i r  a l l o y s .  Systematic s tud ie s  have been undertaken [9-171 f o r  t h e  - /19 

I t  must be noted,  however, t h a t  thermocouples with a g raph i t e  base 
(graphite/boron-graphite) have been developed f o r  t h e  same f i e l d s  of appl ica-  
t i o n  [18] .  But while t h e  emf's they de l iver  a r e  very high,  t h e i r  use  i s  
l imi ted  by t h e i r  excessive f r a g i l i t y  and bulk ,  and by reason of t h e  too  
g rea t  d i spers ion ,  of thermoelectr ic  o r ig in ,  t h a t  they e x h i b i t .  

1) Electromotive Force and Field of Application 
Figure 6 shows the  v a r i a t i o n ,  as a funct ion of  the  temperature,  of t h e  

emf de l ivered  by var ious types of  thermocouple with r e f r a c t o r y  metal bases 
and by t h e  P t / P t  10% Rh couple, which i s  s t i l l  the  most widely used f o r  low 
temperatures.  
rhenium a l l o y s ,  and i n  f a c t  it w i l l  be observed t h a t  up t o  230OoC t he  high- 
e s t  and most l i n e a r  emf's a r e  obtained with t h e  combinations W/W 26% Re and 
W 5% Re/W 26% Re. 

Comparison of  t he  curves j u s t i f i e s  t h e  choice of tungsten-  
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Figure 6.  C u r v e s  E, = f ( T ° C ) .  

11 Pt/Pt~ 10% R h  4) Mo/Mo 50% R e  
2 )  Mo/Nb 5 )  w/m 8)  W/W 26% R e  
3 )  M o / R e  6 )  W/Re 

7 )  W 5% ReLW 26% R e  



2 )  Conditions of Use 
In  t h e  absence of neutron f luxes ,  whose inf luence w i l l  be t h e  subjec t  

of  a l a t e r  chapter ,  i t  i s  pr imar i ly  t h e  chemical and mechanical p rope r t i e s  
of r e f r ac to ry  metals and a l loys  t h a t  condition t h e i r  use as  thermocouples. 

F i r s t ,  these  substances should be employed e i t h e r  i n  a reducing atmo- 
sphere (except f o r  tantalum and niobium) o r  an i n e r t  atmosphere, o r  under 
a vacuum This 
a l s o  l i m i t s  t h e  time t h a t  they can be kept i n  carbureted atmospheres. 
ondly, t h e  f r a g i l i t y  of these  mater ia l s  i n  t h e  form of wires i n  a c r y s t a l -  
l i n e  s ta te ,  e spec ia l ly  i n  the  case of  pure tungsten,  r equ i r e s  g rea t  care  and 
extreme precaut ions i n  handling them, 

mm Hg), by reason of t h e i r  high chemical r e a c t i v i t y .  
Sec- 

3 )  Composition of Thermocoup Zes 

The r e l a t i v e l y  easy working of r e f r ac to ry  a l loys  permits producing them 
e i t h e r  as wires of small diameter (a  few hundredths of mil l imeters  as  a mini- 
mum) o r  as tubes of small cross  sec t ion  (1  mm x 0.7  mm) and so  making up 
thermocouples of small s i z e .  

E l e c t r i c a l  i n su la t ion  of t he  wires should be provided by a ma te r i a l  
possessing p a r t i c u l a r  c h a r a c t e r i s t i c s  throughout t he  intended range of tem- 
pera ture .  I t  must i n  f a c t  have a very high r e s i s t i v i t y  combined with an /20 
exce l l en t  thermal conduct ivi ty ,  as wel l  as  good chemical compat ib i l i ty  with 
the  a l l o y s  present .  
oxides such as t h o r i a  ( T h O 2 ) ,  magnesia (Ma), zirconia  (ZrO2),  alumina (Al2O3), 
and g luc ina  (BeO); comparison of t h e i r  r e spec t ive  mer i t s  [19] motivated t h e  
choice o f  the  last mentioned f o r  t he  majority of cases .  

- 
These conditions are  genera l ly  r ea l i zed  with r e f r a c t o r y  

On account of these  considerat ions thermocouples a r e  o r d i n a r i l y  made i n  
t h r e e  forms, cross  sec t ions  of which are represented diagrammatically i n  
Figure 7 .  

c 

a 

r! 
b C 

Figure 7 

a)  A s  ba re  wires of r e l a t i v e l y  l a rge  diameter (several  t en ths  of  mi l l imeters )  
i n s u l a t e d  by b i f i l a r  beads of r e f r ac to ry  mater ia l  , 

b) Under an impervious sheathing o f  refractoTy metal (molybdenum, tantalum, 
o r  niobium) d i f f e r e n t  from the  mater ia l s  composing the  thermocouple i t s e l f ,  
t h e  diameter of which is  genera l ly  from 1 t o  2 mm, 

o f  t h e  thermocouple), permi t t ing  s t i l l  f u r t h e r  reduced dimensions. 
C) A s  a coaxia l  tube ( in  t h i s  case the  tube c o n s t i t u t e s  one of  t he  branches 

In the  l a s t  two cases t h e  e l e c t r i c a l  i n su la t ion  i s  provided by g luc ina  
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previously degas i f ied  a t  high temperature and reduced t o  the  s ta te  of very 
c lose ly  packed powder. 
any chemical component t h a t  might a l t e r  t he  p u r i t y  of  t h e  i n s u l a t o r .  

Moreover, t he  tube o r  sheathing should be f r e e  o f  

111. THERMOCOUPLES OF TUNGSTEN-RHENIUM ALLOYS 

Before tak ing  up the  ac tua l  s tudy o f  thermocouples of tungsten-rhenium 
a l l o y s ,  l e t  us b r i e f l y  review t h e  s p e c i f i c  c h a r a c t e r i s t i c s  of these  mater ia l s .  

I )  Composition 
Chemical ana lys i s  of the  bas i c  metals r evea l s  t he  presence of impuri- 

t i e s ,  the  content  o f  which does not exceed 0.01%, and which a r e  l a rge ly  mo- 
lybdenum, i r o n ,  aluminum, oxygen, and carbon [13]. 

The tungsten and rhenium components of  the  a l loys  a r e  as fol lows:  - / 2 1  

Designation Content ( i n  % by Weight) 
W 99.95% tungsten 

W 5% Re 5 . 3  % rhenium 

W 26% R e  27.4 % rhenium 

2 )  Diagram of Tungsten-Rhenium Equi ZibKwn 

The equi l ibr ium diagram [20] represented by Figure 8 shows a s o l i d  phase 
6 l imi ted  t o  28% rhenium, which includes the  a l l o y s  s tud ied  and which is  pre-  
served up t o  a temperature of about 30OO0C. 

& 

Figure 8. W-Re Equilibrium Diagram. 
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3 )  Physical and Mechanical Properties 
While t h e  p rope r t i e s  of  pure tungsten may be  well known, t h a t  is  not  

t r u e  of  i t s  a l l o y s  with rhenium. I t  i s  only r ecen t ly  [ 2 1 , 2 2 ]  t h a t  some o f  
t hese  p r o p e r t i e s  have been determined. 

I t  i s  known, however, t h a t  tungsten-rhenium a l loys  have mechanical pro- 
p e r t i e s  (breaking s t r eng th ,  e l a s t i c i t y ,  f r a g i l i t y ,  e t c . )  supe r io r  t o  those 
o f  pure tungs ten ,  and more markedly s o  t h e  h igher  t he  percentage o f  rhenium 
( a t  least  i n  t h e  phase B ) .  
s t e n  t o  make t h i s  type o f  thermocouple. 

That i s  why W 5% R e  i s  used in s t ead  o f  pure tung- 

The c o e f f i c i e n t  of d i f fus ion ,  which i n  p a r t  determines t h e  s t a b i l i t y  of 
thermocouples made of a l l o y s ,  has been measured f o r  tungsten and f o r  the  
rhenium i n  t h e  tungsten up t o  5200°C [23]. 
a i d  of  r ad ioac t ive  tracers of  these  elements are as fol lows:  

The values determined with t h e  

D (W/W)cm2/sec = 43 exp (-153/RT) 

D (Re/WIcm2/,,, - - 275 exp (-163/RT) 

For temperatures of  about 260OoC these c o e f f i c i e n t s  are accura te  i n  both 
cases t o  wi th in  2.10-1° cm2/sec. 

4 )  Constitution of the Thermocouples Studied 
Since the  manufacture of  thermocouples o f  t he  type of Figure 7c has only 

very r e c e n t l y  been pe r fec t ed  f o r  tungsten-rhenium a l l o y s  (sheath W 26% Re, 
core W 5% Re), only t h e  two types represented by Figures 7a and 7b composed 
t h e  s u b j e c t  o f  our s tudy:  

- -  thermocouples of  bare  wires of diameters 0 . 3  mm, 0 .5  mm, and 0 .8  mm, the/22 
welding of which is  done by mercury a rc ,  

- -  thermocouples sheathed i n  tantalum or niobium, t h e  dimensions of  which 
are as follows: 

- 

Maximum Length External Diameter Internal Diameter Diameter of Wire 
of Sheath of Sheath 

1.8 mm 
1 . 3  mm 

1 .5  mm 0.30 mm l m  

1.0 mm 0.20 mm l m  

The welding of t he  wires and i f  necessary t h e  c los ing  of  t h e  sheath i n  
t h e  ho t  p a r t  are done by arc welding under argon. 
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PART TWO 

STUDY OF TUNGSTEN-RHENIUM ALLOY THERMOCOUPLES 
OUTSIDE THE REACTOR 

A. PRELIMINARY STUDIES 

I .  EXPERIMENTAL APPARATUS 

The general  p r i n c i p l e  o f  t h e  method used i n  s tudying the  thermocouples 
is a s  follows [30] : 

a )  Production of the high temperatures. -- The thermocouple i s  placed 
i n  a r e f r ac to ry  conta iner  which may be equated with a black body, s i t u a t e d  
in s ide  a furnace a t t a i n i n g  temperatures of  about 2300°C i n  a molecular vacuum. 

b )  Measurement of  the temperatures. -- This i s  provided 

- -  between 0" and 1400°C by a s tandard P t / P t  10% Rh thermocouple, 

-- between 1050°C and 2300°C by op t i ca l  pyrometry, 

-- by f ixed  po in t s  ( s o l i d i f i c a t i o n  of  pure elements) throughout the  tempera- 
t u r e  range,  

c) Measurement of the electromotive force.  -- The opposi t ion method i s  
used, e i t h e r  with a recording instrument (MECI, Speedomax type with seve ra l  
t r acks )  o r  by means of a mill ivoltmeter-potentiometer (MECI,  type ESPM) . 

1) Description and Characteristics of  Furnace I 

The furnace described he re ,  a cut-away view o f  which i s  given i n  Fig- 
ure  9 ,  was ch ie f ly  used f o r  t he  s t a t i s t i c a l  study of  thermocouples and of  
t h e i r  s t a b i l i t y  i n  t ime,  

a )  The heating element (Figure 10).  -- The hea t ing  element i s  made of 
tungsten wire (diameter 5 mm) co i l ed  i n  a double s p i r a l  i n  order  t o  f a c i l i -  
t a t e  expansion and avoid f i e l d  e f f e c t s .  - / 2 6  

The usable in s ide  volume is  of the following dimensions: diameter 45 
mm, he igh t  85 mm. 
1 2  mm) which s l i d e  i n  through a i r t i g h t  openings and a re  cooled by a water 
c i r c u l a t i o n  system. 

Current is suppl ied through molybdenum rods (diameter 

b )  The cmcib te .  -- Inside the  r e s i s t o r  i s  placed t h e  isothermal  c e l l ,  
cons i s t ing  of a graphi te  c ruc ib l e  held i n  p lace  by a tantalum p l a t e ,  
l a t e r a l  opening (diameter 4 mm) permits observation of t he  r a d i a t i o n  emit ted 
from t h i s  black body. 

A 
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Vacuum pump 
-I I 

Figure 9. Cut-away View o f  Furnace I. 

06w e r su p p 1 y 

lp Tantalum p l a t e  
I1 

- /27 
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Figure 10 .  Heating Element of  Furnace I .  
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c )  The thermal screens. -- The heat ing element i s  surrounded by fou r  
c y l i n d r i c a l  molybdenum screens enclosed i n  a s t a i n l e s s  s t e e l  screen.  

In  operat ion the  temperature o f  t h e  f i r s t  screen w i l l  assume t h e  same 
value as t h a t  of t he  c ruc ib l e ;  t o  guard aga ins t  mechanical deformations,  
four  tungsten bands r ive t ed  lengthwise ensure i t s  r i g i d i t y .  

A t  t h e  top  and bottom,thermal in su la t ion  i s  obtained by means of c i r -  
c u l a r  molybdenum p l a t e s  with recessed edges i n t o  which the  l a t e r a l  screens 
a r e  s e t .  

These screens a re  supported by a copper p l a t e  cooled i n t e r n a l l y  by c i r -  
cu la t ing  water.  

d)  The outer shel l .  -- The components j u s t  described a r e  enclosed i n  a 
s t e e l  s h e l l  cooled by c i r c u l a t i n g  water. 

Opt ica l  pyrometric observations are done through a rrPyrexrr glass peep- 
hole .  To prevent s o i l i n g  i t s  su r face ,  a r e t r a c t a b l e  cover which i s  removed 
only f o r  t he  time necessary f o r  s i g h t i n g  has been mounted in s ide  the  s h e l l .  

e )  The pwnping un i t .  -- The furnace i s  i n s t a l l e d  on a pump bench pro- 
vided with a primary blade-type pump and an o i l  d i f fus ion  pump which makes 
it poss ib l e  t o  obta in  an in s ide  pressure of  
temperature degas i f i ca t ions .  

mm Hg even during high- 

- /29 
f)  Electr ic  power s u p p l y .  -- An autotransformer followed by a vol tage-  

reducing transformer suppl ies  t h e  r e s i s t o r .  
of  such an apparatus ensure s u f f i c i e n t  s t a b i l i t y  t o  achieve thermal equi- 
l ibr ium a t  any temperature. 

The f l e x i b i l i t y  and p rec i s ion  

g )  Electr ical  and thermal characteristics of the furnace. -- Measuring 
the  vol tage  between the  c h i l l e d  channels which c o n s t i t u t e  t he  cur ren t  i n t ake  
and t ak ing  the  i n t e n s i t y  t h a t  crosses  the  r e s i s t o r  have enabled us (Figure 
11) t o  t r a n s l a t e  the  va r i a t ions  of the  power consumed by the  furnace as a 
funct ion of t he  temperature of the  isothermal c e l l .  I t  may be noted t h a t  
a t  235OoC the  power of  15 k V A  corresponds t o  an i n t e n s i t y  o f  500 amperes. 

The curve shown i n  Figure 1 2  i l l u s t r a t i n g  the  development of t h e  tem- 
pe ra tu re  of t he  c e l l  as a funct ion o f t h e  time a f t e r  t he  cur ren t  i s  cu t  o f f  
b r ings  out  t he  thermal i n e r t i a  of t h e  furnace.  

2) Ins ta l la t ion  of the  2"vlermocouple 
I t  i s  indispensable  t o  be able  t o  in t roduce i n t o  the  furnace the  thermo- 

couple t o  be s tudied ,  and sometimes also t h e  re ference  thermocouple, with a 
minimum d i s loca t ion  of components. To t h i s  end t h e  thermocouple, i n su la t ed  
by r e f r a c t o r y  beads,  i s  f i r s t  mounted on a g l a s s  tube which has been made 
gas - t igh t  and f ixed  by means of metal r ings  and neoprene j o i n t s  t o  a p iece  
mounted a t  t h e  top  of t he  ou te r  s h e l l .  

A f l e x i b l e  tombac membrane provides f o r  t he  v e r t i c a l  and l a t e r a l  motion 
of the  thermocouple. 
c e l l e n t  homogeneity of the  temperature i n s i d e  the  c ruc ib l e .  

This arrangement a l s o  enabled us t o  e s t a b l i s h  t h e  ex- 
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Figure 11. Act al Power Consumed and Theoret ical  Power Emi--ed by R a  

Figure 12.  Cooling Curve. 

iat ion .E 
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In  consequence of  t h e i r  design, sheathed thermocouples r equ i r e  a spec ia l  
device f o r  t h e i r  i n s t a l l a t i o n ,  diagrammed i n  Figure 13. 

W.Re 

Figure 13. Apparatus for Installing Sheathed Thermocouples. 

3) Measurement of the Electromotive Force -- Precision 
On t he  outs ide  of t he  s h e l l  t he  wires of t he  thermocouples a r e  f ixed  t o  

Copper cords connect them t o  the  measuring apparatus .  
two blocks of copper embedded i n  t h e  molten g l a s s  by way of t e s t  tubes con- 
t a i n i n g  vase l ine  o i l .  

The recording device claims an accuracy of k15 pv i n  the  ranges used; 

The ESPM affords  a measurement subject t o  an absolute  e r r o r  of +8 pv. 
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4 )  Measurement of the Temperature -- Precision - / 3 2  

The cold weld device makes it possible  t o  obtain a re ference  temperature 

The P t / P t  10% Rh thermocouple i n s t a l l e d  simultaneously with and i n  t h e  

of between 0' and 0.5OC. 

same manner as t h e  thermocouple-to be studied a f fords  a p rec i s ion  of  about * 1 O C .  

pyrometer with disappearing f i lament  (Jobin-Yvon) through t h e  viewing window, 
the  absorpt ion of which has been previously determined. 

Between 1050' and 2300'C the  temperature i s  measured by means of a micro- 

The accuracy o f  t he  micropyrometer i s  as follows: 

In  f a c t  t he  c ruc ib l e  behaves s t r i c t l y  as a black body only above 1500'C. 
This phenomenon, shown by comparison of measurements on the  s tandard thermo- 
couple and on the  micropyrometer, ind ica tes  a d i s p a r i t y  between t h e  two 
methods of 25OC a t  1050°C, which diminishes with the  r i s i n g  temperature and 
becomes zero above 1500°C. 

To e l imina te  t h i s  indeterminateness we were led  t o  employ t h e  method of  
f ixed  p o i n t s ,  which, i n  agreement with the  measurement with t h e  s tandard 
thermocouple, allowed us t o  co r rec t  the pyrometric reading ,  

The p r i n c i p a l  f ixed  poin ts  o f  t he  thermometric s c a l e  were thus u t i l i z e d .  
The fus ion  of a wire of t he  metal under considerat ion on the  cold weld o r  
the  immersion of the  l a t t e r  i n  a ba th  o f  the  melted substance a r e  shown by 
an emf bear ing  on the  recording of t h e  temperature as a func t ion  of t ime. 

11. STATISTICAL CALIBRATIONS; DISPERSION; MEAN CALIBRATION CURVES 

We proceeded t o  c a l i b r a t e  a la rge  number of thermocouples (an average of 
20 f o r  each type) made of W/W 26% Re and W 5% Re/W 26% R e ,  i n  order  f i rs t  t o  
determine the  maximum dispers ion  due t o  va r i a t ions  i n  composition among the  
var ious manufacturing batches and secondly t o  e s t a b l i s h  a mean c a l i b r a t i o n  
curve f o r  each category and shape o f  thermocouple [30] .  

1) Ca Zibration Conditions 
The emf's de l ivered  by the  thermocouples a r e  genera l ly  read every 50°C, 

a f t e r  complete s t a b i l i z a t i o n  of t he  temperature (5 minutes on the  recording) .  

After c a l i b r a t i o n  the  thermocouples a r e  subjected t o  a prehea t ing  - / 33  
a t  about 2 0 0 0 ' ~  f o r  15 minutes. 
t reatment  avoids the  va r i ab le  e f f e c t  o f  the  i n i t i a l  cold working. Whatever 
the  na tu re  of t h e  thermocouple, it is well  known t h a t  a prel iminary hea t ing  
is  always recommended. 

The r e c r y s t a l l i z a t i o n  occasioned by t h i s  
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2 )  S ta t i s t i ca l  Ca l ibrations; Swread 
For each type of  thermocouple we have p l o t t e d  on one and t h e  same graph 

The zone within which the  po in t s  t he  set of po in t s  obtained by ca l ib ra t ion .  
a r e  included enabled us t o  deduce the  maximum dev ia t ion  *AT with r e spec t  t o  
the  mean value.  

Figure 1 4  ind ica t e s  as a funct ion of t he  temperature the  va r i a t ions  o f  
the  absolute  value lATl of  t h i s  deviation and of  t h e  corresponding r e l a t i v e  

AT value - T *  

Note I :  These results are favorable  f o r  t h e  combination W / W  26% Re. We be- 
l i e v e  t h a t  t h e  s l i g h t l y  wider spread with W 5% Re/W 26% Re thermocouples i s  
due t o  t h e  g r e a t e r  in f luence  of var ia t ions  i n  composition from one ba tch  t o  
another o f t h e  W 5% Re a l l o y .  

Note 2 :  We never found any systematic  devia t ion  due e i t h e r  t o  t h e  diameter 
of t h e  wires  i n  t h e  case of bare-wire thermocouples o r  t o  t h e  ma te r i a l  con- 
s t i t u t i n g  t h e  sheath ( tantalum or niobium) f o r  sheathed thermocouples. 

3 )  Calibration Curves 
In  order  t o  draw d e f i n i t i v e  ca l ib ra t ion  curves f o r  each type of thermo- 

couple, w e  took a t  a given temperature the  mean value of t h e  emf i n  t h e  zone 
of spread.  

I t  should be noted t h a t  the  e r ro r s  a r i s i n g  from the  measuring i n s t r u -  
ments are fa r  s l i g h t e r  than the  spread o f  pure ly  thermoelec t r ic  o r i g i n .  

We thus  e s t ab l i shed  mean ca l ib ra t ion  t a b l e s  co r rec t  t o  two decimal 
p laces  (0.005 mv). This accuracy permits d i f f e r e n t i a l  measurements t o :  

i n  t h e  case of  W / W  26% R e ,  

/ 35 - 

+0.SoC between 700" and 1700°C 

+O, 7°C a t  2000°C 

and t o  

in  the  case o f  W 5% Re/W 26% Re. 
+0.5"C between 400' and 1300°C 

20.8"C a t  2000°C 

The mean c a l i b r a t i o n  curves and t ab le s  f o r  t h e  thermocouples are assem- 
b led  a t  t h e  end of t h i s  t r e a t i s e .  

4 )  Charactefistics of the Th.ermocouples 
a )  Bare-d$re W/W 26% Re thermocouples. -- Their  exce l l en t  l i n e a r i t y  i s  

r e f l e c t e d  i n  a s e n s i t i v i t y  of 2 1  pv/"C between 700" and 1700°C. 
t h i s  has decreased but  is  s t i l l  near  14.5 pv/"C. 

By 2000°C 

This type of  thermocouple, while it has very good thermoelec t r ic  charac- 
t e r i s t i c s ,  has the  disadvantage of being excess ive ly  f r a g i l e  a f t e r  r e c r y s t a l -  
l i z a t i o n  i n  consequence of t he  presence of  pure tungsten.  
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Figure 14. 
1) W/W 26% Re, Bare Wires 
2 )  W / W  26% Re, Sheathed 1.8 mm 

3) W 5% Re/W 26% Re, Bare Wires 
4) W 5% Re/W 26% Re , Sheathed 1 .8  mm 

b )  Bare-wire W 5% Re/W 26% Re thermocoup2e.s. -- Between 400' and 1300°C 
the ir  thermoelectric power i s  practical ly  constant and i s  equal t o  18.5 vv/'C, 
decreasing then t o  12 vv/'C in the neighborhood o f  2000°C. 
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e) Sheathed thermocoupZes. -- Their thermoelec t r ic  c h a r a c t e r i s t i c s  a r e  
e s s e n t i a l l y  i d e n t i c a l  t o  those of bare-wire thermocouples , although they 
exh ib i t  an appreciable  devia t ion  from the l a t t e r  at  high temperature depend- 
ing  on t h e  dimensions of  t he  sheath;  thus t h e  sheathed W/W 26% Re thermocou- 
p l e  (ex terna l  diameter 1 . 8  mm) de l ive r s  a higher  emf a t  2000°C by 1 mv than 
t h e  same thermocouple made up with bare wires .  

Various hypotheses may be advanced t o  explain t h i s  anomaly. In  p a r t i -  
c u l a r  it i s  conjectured t h a t  a diminution of t he  r e s i s t i v i t y  o f  t he  glucina 
a t  high temperature induces the  appearance of a contac t  emf between the  
sheath and the  wires which d i s tu rbs  the measurements. 

We have not  e s t ab l i shed  t h e  ca ca l ib ra t ion  curves f o r  sheathed thermo- 
couples of  ex te rna l  diameter of 1 .3  nun. 
c a l i b r a t e d  was i n s u f f i c i e n t  f o r  the  purposes of  a s t a t i s t i c a l  s tudy .  
t h e l e s s ,  t he  few measurements made showed a r e s u l t  i d e n t i c a l  t o  t h a t  of the  
sheathed thermocouples of 1 .8  mm external  diameter.  

In  f a c t  t he  number of specimens 
Never- 

/ 37 d )  Comparison with thermocouples of various provenience. -- - 
Figure 15 gives t h e  curves E, = f(T"C) f o r  thermocouples of  var ious  o r i -  
gens -- Bocuze, Hoskins, Enghelart  [sic;  no t  i n  t h e  f i g u r e ] ,  Thermo-Electric, 
which we c a l i b r a t e d  o r  f o r  which we accepted the  c a l i b r a t i o n  curve furnished 
by the  manufacturer. 

The d i f fe rences  found a r e  e s s e n t i a l l y  due t o  v a r i a t i o n s  i n  composition 
from one method of  manufacture t o  another. 

Note: I n  t h e  de r iva t ions  given below we s h a l l  f r equen t ly  have occasion t o  
in t roduce  t h e  quan t i ty  AT which represents a d i f f e rence  i n  temperature be- 
tween t h e  i n i t i a l  c a l i b r a t i o n  and t h e  c a l i b r a t i o n  done af ter  t h e  thermocouple 
has been subjec ted  t o  t h e  inf luence  of some phenomenon or o t h e r .  

given value of t h e  emf the  evolu t ion  i s  r e f l e c t e d  by a r i s e  i n  t h e  tempera- 
t u r e  ind ica t ed ,  and wi th  the  s ign  ( - )  i n  t h e  cont ra ry  case.  

We have adopted t h e  convention of marking AT wi th  t h e  s ign  (+) i f  f o r  a 

111. STABILITY I N  THE COURSE OF TIME 

p l e s  subjec ted  t o  long per iods of  heat ing,  var ious types were l e f t  un in te r -  
rup ted ly  at 1500°C f o r  150 hours under a secondary vacuum. 

In order  t o  determine any va r i a t ions  of t h e  emf de l ivered  by thermocou- 

These da t a  imposed by t h e  c h a r a c t e r i s t i c s  of the  furnace (which i f  it 
were kept a t  a higher  temperature f o r  a longer per iod  of time might undergo 
damaging overheating) a r e  never the less  comparable t o  t h e  cdndi t ions of  i n -  
d u s t r i a l  use and a re  adequate t o  give an idea  of t h e  behavior of  t h e  thermo- 
couples.  

The t e s t s  done on thermocouples previously subjec ted  t o  s t a b i l i z a t i o n  
hea t  t reatment  and then c a l i b r a t e d  d id  not modify d i sce rn ib ly  t h e i r  thermo- 
e l e c t r i c  c h a r a c t e r i s t i c s .  In  f a c t  t h e  d i f fe rences  observed between ca l ib ra -  
t i ons  before and a f t e r  pro1onged;heating under the  s t a t e d  condi t ions a r e  of 
t he  o rde r  of magnitude of e r r o r s  a t t r i b u t a b l e  t o  t h e  experimental apparatus 
(cold welding, measurement of t h e  emf, e t c . )  . 
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Figure 15. Sheathed W 5% Re/W 26% Re Thermocouples. 
1) Bocuze; 2) Hoskins; 3) Thermo-Electric 

24 



These r e s u l t s  , which a re  i n  accord with t h e  work of  Lachman [29] , f ind  

1) The low values of t h e  coe f f i c i en t s  of d i f fus ion  of  tungsten and /38  

t h e i r  j u s t i f i c a t i o n  i n  the  following f ac t s :  

rhenium do not  permit g rea t  v a r i a t i o n  i n  t h e  composition o f  a l loys  i n  t h e  
v i c i n i t y  of  ho t  welding. 

- 

2)  The phys ica l  p rope r t i e s  of these a l l o y s ,  r e c r y s t a l l i z e d  a f t e r  s t a b i -  
l i z a t i o n  hea t ing ,  a r e  not necessa r i ly  modified by a prolonged hea t ing  which 
does not  involve thermal shocks capable of  causing f u r t h e r  meta l lurg ica l  
t ransformations.  

I V .  STABILITY I N  GASES 

A l l  our  operat ions were ca r r i ed  out under a secondary vacuum. Indeed, 
the  design of  t he  apparatus does not allow of  a t t a i n i n g  high temperatures i n  
the  presence of i n e r t  gases o r  reducing gases ,  s ince  t h e i r  thermal conduction 
occasions a d i s t i n c t  increase  i n  ca lo r i c  exchanges and e n t a i l s  a s i g n i f i c a n t  
r i s e  i n  t h e  e l e c t r i c  power consumed. 

For t h a t  reason it seems t o  us of i n t e r e s t  t o  review b r i e f l y  the  con- 
c lus ions  reached by Lachman [29] on the b a s i s  of h i s  experiments on tungsten- 
rhenium a l l o y  thermocouples under a gaseous atmosphere, l a r g e l y  hydrogen and 
argon. 

1) InfZuence of Hgdrogen 
H i s  works l ed  t o  the  conclusion tha t  t hese  thermocouples a re  remarkably 

s t a b l e  under hydrogen ( e spec ia l ly  f o r  the type W/W 26% Re), p a r t i c u l a r l y  a f t e r  
a s t a b i l i z a t i o n  treatment (preliminary hea t ing ) ,  and t h a t  t h e r e  i s  no contra-  
i n d i c a t i o n  t o  t h e i r  use i n  the  presence of  t h a t  gas .  

2 )  Influence of Argon 
Figure 16 shows the  r e s u l t s  of t e s t s  of s t a b i l i t y  i n  t i m e  on W / W  26% Re 

thermocouples heated t o  1000° and 22OO0C under an argon stream (150 l /hour) .  

The va r i a t ions  thus observed a r e  lower than the  spread o f  s t r i c t l y  
thermoelec t r ic  o r ig in  observed by Lachman i n  h i s  samples. 
t he  use o f  such thermocouples under argon i s  e n t i r e l y  s a t i s f a c t o r y .  

I t  follows t h a t  

Note: The /39 
conclusions r e l a t i v e  t o  t h e  t e s t s  described above l e a d  us t o  th ink  that  t h r  
presence of helium would introduce only very s l i g h t  modif icat ions i n  t h e  
c h a r a c t e r i s t i c s  of t hese  thermocouples. 

N o  systematic  s tud ie s  under helium have y e t  been c a r r i e d  out .  
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Figure 16. Stab i l i t y  of W/W 26% Re Under Argon [29]. 
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B. SUPPLEMENTARY STUDIES 

Study of the  inf luence  of thermal shocks on the  behavior o f  thermo- 
couples and measurement of t h e i r  response time necess i t a t ed  cons t ruc t ion  
of a furnace (11) which had l a rge ly  the same c h a r a c t e r i s t i c s  as t h a t  de- 
sc r ibed  above but  which could be f i t t e d  with apparatus making it poss ib l e  
t o  do the  t e s t s  under considerat ion.  

I .  EXPERIMENTAL APPARATUS 

1. Description and Characteristics of Furnace 11 
Furnace 11, t h e  operat ing pr inc ip le  of which i s  i d e n t i c a l  t o  t h a t  of  

Furnace I ,  i s  shown i n  Figure 17, where the  var ious d e t a i l  modifications in -  
corporated i n  it can a l s o  be seen. 

a )  The Heating Element. -- In  order t o  improve the  r e s i s t ance  of t he  
hea t ing  element, we used tho r i a t ed  tungsten (0.4% Th) i n  the  p lace  of  pure 
tungsten.  

b )  !The Outer Envelope. -- Made up of  a double s t a i n l e s s  s t e e l  w a l l  
equipped with b a f f l e s  on the ins ide  t o  ensure a more e f f i c i e n t  cool ing,  i ts  
upper p a r t  is covered by a p l a t e  which i s  a l s o  cooled and on which a u x i l i -  
a ry  apparatus can be mounted. 

La te ra l ly  a s igh t ing  window permits pyrometric observat ions of f i v e  
d i f f e r e n t  po in t s .  In  f a c t  t h i s  furnace was a l s o  designed f o r  poss ib l e  s tudy 
of the  inf luence of thermal gradients along the  length of  thermocouples. 

2 .  Thermal Shock Apparatus - I 42 

a )  Principle. -- This apparatus,  a cut-away view of  which is  presented 
i n  Figure 18, provides f o r  moving the thermocouple a t  var ious speeds i n  
such a way t h a t  i t s  hot  weld can pass from a hot  zone t o  a cold zone o r  
v ice  ve r sa ,  t he  furnace being kept a t  constant  temperature under a secondary 
vacuum. 

Moreover t h e  f i v e  speeds provided (varying i n  the  r a t i o s  k ,  1, 5 ,  10, 
20) provide f o r  maximum displacement wi th in  the  per iod of  8 minutes and 15 
seconds. 

11. INFLUENCE OF THERMAL SHOCKS 

of the  temperature of t he  hot  weld of t h e  thermocouple, o r  v ice  ve r sa ,  
without grada t ions ,  and with ident ica l  r a t e s  of heat ing  and cooling calcu- 
l a t e d  as funct ions of the  difference (T,,, - T,in) between the  extremes of  
temperature a t t a i n e d .  

We w i l l  def ine Ira thermal shock" as being the  successive r i s e  and f a l l  
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1. PreZiminary Tests 

a )  Expe2..imentaZ Method. 
-- The first tests were done 
on Furnace 11, by r ap id ly  
(o r  progress ive ly)  r a i s i n g  
the  temperature and by sud- 
denly (or  ing o f f  (o r  slowly 
reducing) the  power supply. 

The mean rates 

Tmax - Tmin 
A t  

of cool ing and hea t ing  thus 
obtained do no t  exceed 5 O C  
p e r  second, 

b )  ResuZts. -- The s t u -  
d i e s  done on thermocouples o f  
var ious  types y ie lded  t h e  f o l -  
lowing r e s u l t s  : 

- Between 20OO0C and /45 - 
1000°C, f o r  rates lower than 
l 0 C  p e r  second, no modifica- 
t i o n  o f  t h e  thermoelec t r ic  
c h a r a c t e r i s t i c s  o f  t h e  thermo- 
couples was observed, regard- 
less o f  t h e  number o f  thermal 
shocks. 

t h e  same temperature range 
but  with rates on t h e  order  
of  5OC p e r  second, a f t e r  t h r e e  
o r  fou r  thermal shocks a con- 
s ide rab le  change shows up i n  
t h e  e m f  de l ivered .  Figure ‘20 
shows1 t h e  d i f f e rences  AT be- 
tween c a l i b r a t i o n s  before  and 
a f t e r  t h e  thermal shocks t o  
which a thermocouple was sub- 
j e c t e d  cons i s t ing  of  bare  
wires (0.8 mm i n  diameter) 
of  W 5% Re/W 26% Re. Iden t i -  
c a l  r e s u l t s  were obtained 
with sheathed thermocouples. 

- On t h e  o the r  hand, i n  

Figure 17. Furnace I1 w i t h  Thermal Shock 
Apparatus. 
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Figure 18. Thermal Shock Apparatus. 
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2.  Tests Done with the Thermal S o c k  Apparatus 
a )  Experimental Conditions. -- We c a r r i e d  out our experiments with t h e  

temperature Tmax s e t  a t  2000'C. This means i n  the  p re sen t  case t h e  tempera- 
t u r e  a t  which t h e  c ruc ib l e  i s  kept during the  opera t ion .  Under these  condi- 
t i o n s  it tu rns  out  t h a t  t h e  temperature of t he  cold zone i s  equal t o  250'C. 

I 

Taking i n t o  account t hese  extremes of temperature (determined by t h e  
p r i o r  measurement of  t h e  thermal gradient  along the  course t r ave led  by t h e  
thermocouple) and the  f i v e  displacement speeds a t  our d i sposa l ,  t he  curves 
T°C = f ( t ime)  of  Figure 19 r ep resen t  as a funct ion of  t h e  time t h e  tempera- 
t u r e  of t h e  region i n  which the  h o t  weld of t h e  thermocouple i s  s i t u a t e d  dur- 
ing  i t s  t r a n s l a t i o n .  

V (T) "C/sec V (T) 'C/sec 

3 . 5  5.5 

I 

I1 

I11 

I V  

Figure 19. Temperature Gradient. 

6 . 5  

30 

60 

We assigned t o  each curve 
a mean v e l o c i t y  ( r a t e )  V,(T) 
defined as above and a maximum 
v e l o c i t y  VM(T) corresponding t o  
the  l i n e a r  p a r t  of those curves: 

1750" - 250' 
A t  vM(T) = 

In  fact  t h e  thermal grad ien t  i s  
l i n e a r  only between 1750" and 
25OoC. 

The fol lowing t a b l e  gives  
t h e  values  of t hese  speeds f o r  
t he  d i f f e r e n t  curves considered. 

10 

50 

90 

b )  Results. -- By way of example, ,Figures 20b and 20c show t h e  devia-/48 - 
t i o n s  AT (defined on page 23) induced by thermal shocks of a given ra te  
(ve loc i ty)  on two of the  thermocouples s tud ied .  
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S ' econds 

Figure 20a. W 5% R e / M  26% R e ,  Bare Wires, Diameter 0 .8  mm. 

3 .  ConcZusions 
a )  Influence of the Rate and Number of Th.ermaZ S o c k s .  -- The experi-  

ments w e  c a r r i e d  out  can be summarized i n  the  fol lowing t a b l e .  

Number 

No Influence 

= 3 . 5  No Influence Deviation 

Devi a t  i on 

b )  Magnitu& o f  the Deviations. -- On t h e  curves AT = f(T°C) represented  
by Figures  20b and 20c we have drawn i n  t he  area o f  spread of  pure ly  thermo- 
e l e c t r i c  o r i g i n  assoc ia ted  with t h e  type of  thermocouple s tud ied .  
enables  us t o  s t a t e  t h a t  t h e  deviations a f f ec t ing  thermocouples subjec ted  t o  

This 
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Figure 20b. W 5%.Re/W 26% Re 
Bare Wires, Diameter 0.5 mm 

Figure 20c .  W 5% Re/W 26% Re 
Sheath: T a ,  Diameter 1 . 3  mm 

thermal shocks a r e  of the  order  of magnitude of  t h a t  spread.  

e) ReprodueibiZity. -- These curves do not  seem t o  obey a f ixed  law. 
In fact  , the  devia t ions  measured develop i n  an unpredictable  and incoherent 
way as a function of t h e  number and r a t e  of  t h e  shocks. Moreover, a d i f -  
ference appears between c a l i b r a t i o n s  of  t h e  type E, and those of the  type 
E 'n. 

d )  Regeneration and Interpretation. -- Prolonged hea t ing  a t  15OO0C of  
a thermocouple previously subjected t o  a s t a b i l i z a t i o n  annealing and which 
has undergone a s e r i e s  of thermal shocks (Figure 20c) does not  ensure regene- 
r a t i o n ,  s ince  the  devia t ion  is  s t i l l  not e l iminated.  I t  thus appears t h a t  
we a r e  faced here  with i r r e v e r s i b l e  phenomena whose va r i ab le  inf luence  - /49 
on the  emf de l ivered  r e f l e c t s  an unstable s t a t e  o f  meta l lurg ica l  equi l ibr ium 
and which f inds  i t s  explanation i n  the f a c t  t h a t  the  not  e n t i r e l y  c r y s t a l -  
l i z e d  p a r t s  a r e  continuously modified by r ap id  changes i n  temperature,  wi th  
r e s u l t i n g  changes i n  gra in  s i z e ,  grain o r i e n t a t i o n ,  e t c .  

I t  would be i n t e r e s t i n g ,  i n  order t o  confirm t h i s  hypothesis ,  t o  be ab le  
t o  c r y s t a l l i z e  the  thermocouple ( a f t e r  a previous s t a b i l i z a t i o n  annealing) 
completely i n  an apparatus designed f o r  t h a t  purpose and t o  sub jec t  it t o  a 
s e r i e s  of thermal shocks of  the  same type as  those described above. 

32 



111. MEASUREMENT OF THE RESPONSE TIME 

I. Princip Ze of Measurement 

For a temperature range T1 - To i n  a given environment the  response 
time TO of  a thermocouple i s  the  t i m e  required by t h e  thermocouple t o  mea- 
su re  t h e  temperature To when it has been moved from t h e  temperature T1 t o  
the  temperature T O  a t  i n f i n i t e  speed. 

A s  w e  cannot a t t a i n  an i n f i n i t e  speed of v a r i a t i o n  experimental ly ,  t he  
response time i s  def ined as being t h e  l i m i t  of  T = t 2  - t l  as t l  - t o  ap- 
proaches zero (Figure 21). 

4 

. - T= f(time) 
Response o f  the 
Thermocouple 

\ 
\ 

I 
i I 1 I I I I 

b 

t0 . tl t2 t2 I 

Figure 21. 

Let T = VT t be  t h e  funct ion represent ing t h i s  v a r i a t i o n  (assumed t o  
be l i n e a r )  i n  t h e  range t l  - t o ,  where VT i s  the  speed of v a r i a t i o n .  
t he  l i m i t  temperatures i n  ques t ion ,  we have: 

Between 

If  w e  m su re  T = t2 - t l  f o r  several  values of VT and cons t ruc t  t h e  Yl y r v e  T = f(\lml schematized i n  Figure 2 2 ,  ex t r apo la t ion  of  t h a t  curve t o  

Note: 

- -  - 0 yields ' the value T O  sought. 
VT 

This d e f i n i t i o n  of  the  response t ime,  which d i f f e r s  from t h a t  common- 
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Figure 22. 

l y  accepted (time required by the  thermocouple t o  measure 63.2% of  the  d i f -  
ference i n  temperature t o  which it i s  suddenly exposed), corresponds t o  t h e  
r e a l  t i m e ,  and i s  imposed upon us by the f a c t  t h a t  t he  response curves of 
the  thermocouple obtained experimentally t o  hea t ing  and cool ing a re  no t  s i m -  
p l e  exponential  curves.  

2. Experimental Method - 151  
Simultaneously with the  thermal shock t e s t s  we proceeded t o  the  de t e r -  

mination of the  response time, as t h e  experimental condi t ions p r a c t i c a l l y  
correspond t o  the  p r i n c i p l e  of  measurement. 
preceding chapter ,  t he  speed o f  va r i a t ion  of temperature i s  constant  only 
between 1750' and 250°C, for a maximum temperature of  2000'C. 
fo re  necessary t o  take  account, i n  the r e s u l t s  obtained,  of the  curves 
T = f ( t ime)  shown i n  Figure 19. 

However, as  we indica ted  i n  t h e  

I t  is the re -  

3. Results 
a )  Time of Response t o  Coozing. -- The d i f f i c u l t y  of  loca t ing  t h e  sta- 

b i l i z a t i o n  poin t  (asymptotic curves) forced us t o  measure the  response time 
a t  d i f f e r e n t  speeds a t  a temperature l0'C higher  than the  temperature of t he  
cold zone. 

I n  cool ing,  as the  r a t e s  of va r i a t ion  of the  temperature a r e  constant  
s t a r t i n g  a t  1750°C (conditions approximating the  p r i n c i p l e  o f  measurement) , 
we represented  the  v a r i a t i o n  of  T as a func t ion  of t h e  inverse  of t he  maxi- 
mum speed VM(T). 

1 Extrapolat ion of t he  curves T = f(-) ,< shown i n  Figure 23 f o r  var ious 
VM 



. .  
t == 

Figure 23. W 5% Re/W 26% Re. Figure 24. W 5% Re/W 26% R e .  
1) Bare Wires, Diameter 0.5 mm. 

2 ,  Sheath: T a ,  Diameter 1 .3  mm. 2 )  Sheath: T a ,  Diameter 1 .3  mm. 
T a ,  Diameter 1 .8  mm. 4 )  Sheath: T a ,  Diameter 1.8 mm. 

1) Bare Wires, Diameter 0.5 mm. 

3) Sheath: 3) 

types of thermocouples, gives t h e  value o f  TO t o  an accuracy on t h e  order  of  
one minute. 

The values obtained under t h e  conditions def ined (Tmm = 20OO0C, Tmin 
= 250°C) are as fol lows:  

TO between 13 and 15 minutes f o r  sheathed thermocouples (ex terna l  diameter 

T O  between 18 and 20 minutes f o r  ba re  wire thermocouples (diameter 0 .5  mm) 
1 .8  o r  1 . 3  mm) averaging 350 mm i n  length ,  and 

250 mm long and in su la t ed  with r e f r ac to ry  beads.  

b )  Time of Response t o  Heating. -- The presence a t  t h e  end o f  t h e  range 
of a zone i n  which the  temperature gradient i s  not  l i n e a r  fa l s i f ies  t h e  very 
p r i n c i p l e  of  measurement of  t h e  t i m e  of  response t o  hea t ing .  
as an ind ica t ion ,  w e  have shown i n  Figure 24 the  values  o f  T as a func t ion  
of t h e  inverse  of t h e  mean speed V,(T). 
d i t i o n s  of l i n e a r i t y  had been s a t i s f i e d  t h e  response times would have i n -  
creased considerably,  

Nevertheless ,  

I t  may b e  supposed t h a t  i f  t h e  con- 
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C .  STUDY OF COLD WELDING COMPENSATION - /5 3 

In Pa r t  One w e  descr ibed t h e  p r inc ip l e  of  t h e  co ld  welding compensa- 
t i o n  of  a thermocouple. 

There are a l loys  (X-Y) a l ready on t h e  market which permit compensating 
tungsten-rhenium thermocouples up t o  a junc t ion  temperature nea r  45OoC. 
These a l l o y s  have t h e  disadvantage,  however, of  e x h i b i t i n g  g rea t  r e s i s t i -  
v i t y ,  t h e  effect  o f  which i s  more marked t h e  g r e a t e r  t h e  lengths  used. 

That i s  why w e  have t r i e d  t o  develop a l l o y s  s imple i n  composition and 
t h e r e f o r e  e a s i l y  reproducible ,  possessing low r e s i s t i v i t y ,  and providing f o r  
the  compensation of  thermocouples o f  the W 5% Re/W 26% Re type,  which are 
most used. 

I .  EXPERIMENTAL APPARATUS 

We have seen t h a t  t o  determine the combination o f  two a l l o y s  such as 
P and Q (Figure 5 ) ,  intended t o  provide compensation, it s u f f i c e s  t o  measure 
the  emf de l ivered  between T o  and T j  by t h e  thermocouple made up of  these  
two elements.  

As t h e  junc t ion  temperatuves T j  are r a r e l y  h ighe r  than 5OO0C, w e  pu t  t h e  
a l l o y s  t o  be s tudied  i n t o  a s t r a i g h t  furnace with an atmosphere o f  argon, 

11. STUDY OF THE ALLOYS 

1. Preliminary Tes ts  

After var ious not  very conclusive tests done with ma te r i a l s  cu r ren t ly  
used i n  the rmoe lec t r i c i ty  (chromel, alumel, i r o n ,  constantan,  copper- 
n i cke l ,  e t c . )  , b ib l iog raph ic  research l e d  us t o  s tudy  b inary  cobal t - i ron  
a l loys .  

- /54 

Measurements done with numerous d i f f e r e n t  combinations of these  a l loys  
allow t h e  conclusion t h a t  t he  bes t  compensation i s  obtained with t h e  follow- 
ing  percentages:  
W 5% R e  and t h e  second with W 26% Re. 

Co 23 .5% Fe and Co 17% F e ,  t h e  first i n  combination with 

Figure 25 permits  comparison of  the emf's de l ive red  by thermocouples 
of Co 2 3 . 5 %  Fe/Co 17% Fe ,  W 5% Re/W 26% Re, and combinations of  t h e s e ,  

2 .  Characteristics of the ThermocoupZe Co 23 .5% Fe/Co 27% Fe 

a )  Cobalt-Iron Equilibrium Diagram. -- The equi l ibr ium diagram shows 
t h a t  t h e s e  a l loys  a r e  s i t u a t e d  i n  a so l id  phase whose f i r s t  t ransformation 
l i n e  i s  a t  7OO0C f o r  t h e  a l l o y  containing 17% i r o n  and a t  85OoC f o r  t h a t  
conta in ing  23.5% i r o n .  
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Figure 25. 1) W 5% Rem 26% Re; 
2 )  Co 23.5% FeLCo 17% Fe; 3) X - Y; 
4) W 26% Re/Co 17% Fe; 5 )  W 5% Re/Co 
23.5% Fe. 

b )  Precision and Extent 
o f  the Compensation. -- The 
v a r i a t i o n s  i n  d i f f e rence  of emf 

e x i s t i n g  between t h i s  thermo- 
couple and t h e  W 5% Re/W 26% Re 
thermocouple are i l l u s t r a t e d  
i n  Figure 26. 

Figure 27  represents  t h e  
e r r o r  occurr ing i n  the  measure- 
ment of  t h e  temperature T of 
t h e  hot  weld as a func t ion  o f  
T and f o r  var ious temperatures 
of t h e  junc t ion  T j ,  t h e  a l l o y s  
being mounted as we have j u s t  
descr ibed.  

These curves permit us t o  
s t a t e  t h a t  t h i s  type of a l l o y  
a f fo rds  an exce l l en t  compensa- 
t i o n  of  t he  W 5% Re/W 26% R e  
thermocouple up t o  a j unc t ion  
temperature of  about 25OoC, 
s ince  the  maximum e r r o r  i s  1% 
f o r  T = 2000°C and Tj = 250°C. 

e)  Res is t iv i ty  o f  the Wires. -- Measurements of  r e s i s t i v i t y  a t  20°C 
produced t h e  following values:  

Co 23.5% Fe: 10 ohms p e r  cm (12.2 ohm/cm f o r  W 5% Re) 
Co 27 % Fe:  14 lom6  ohms p e r  c m  (28.5 ohm/cm f o r  W 26% Re) 

111. COMPARISON WITH X-Y WIRES 

1. Precision and Extent o f  the Compensation 

- /57 

We d id  experiments similar t o  those j u s t  descr ibed with t h e  commercial- 
l y  marketed a l loys  X-Y, and t h e  r e s u l t s  obtained are shown i n  Figures 25, 
26, and 28. 

The emf de l ivered  by t h e  X-Y thermocouple i s  shown i n  Figure 25, 

The d i f fe rence  AE = ETO(X-Y) T j - ETO(W-Re) T j i s  shown i n  Figure 26, and 

Figure 28 shows t h e  error  occurring i n  measurement of t h e  temperature T 
of t h e  hot  weld. 

37 



Figure 26. 
1 .f. 

2 )  Resistivity of the 
Wires. -- The r e s i s t i v i t i e s  
a t  2 0 ° C  as given by t h e  manu- 
f a c t u r e r  are equal t o :  

86 ohm/cm f o r  t h e  
wire connected t o  W 5% Re, and 

115 l o m 6  ohm/cm f o r  t h e  wire 
connected t o  W 26% Re. 

I V .  CONCLUSION 

We f i n d  t h a t  t o  effect  t h e  
co ld  welding compensation f o r  a 
W 5% Re/W 26% Re thermocouple 
it is  p re fe rab le  t o  use cobal t -  
i r o n  a l l o y s  when the  junc t ion  
temperatures do not  exceed 
2 5 0 ° C  and the  wire lengths  used 
a r e  g rea t ;  on the  o the r  hand, 
t h e  use of X-Y a l loys  is found 
t o  be more e f f e c t i v e  f o r  junc- 
t i o n  temperatures which go up 
t o  4 5 0 ° C  and f o r  wires o f  s h o r t  
length,  

Figure 27.  Fe-Co Alloy Wires, 



. 

z 
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Figure 2%. X& Kires. 
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/59 - PART THREE 

STUDY O F  TUNGSTEN-RHENIUM ALLOY THERMOCOUPLES 
I N S I D E  THE REACTOR 

The 
thermocouples i n  t h e  course of i r r a d i a t i o n s  i n  the  r e a c t o r  over an extended 
range of  temperature led  us t o  undertake a manipulation based i n  p r i n c i p l e  
on a comparative s tudy.  
follows: 

The thermocouples contained i n  a sheath ( G 2 )  are c a l i b r a t e d  i n  a f i rs t  
furnace (TETARD) , 

They a r e  then subjected,  i n s i d e  a second furnace (HEBE),  t o  a s e r i e s  of  
i r r a d i a t i o n s  a t  high temperature,  and 

F ina l ly ,  t he  thermocouples a r e  put back i n t o  the  f i rs t  furnace t o  be 
r e c a l i b r a t e d .  

d i f f i c u l t y  of  taking account d i r e c t l y  of the  evolut ion o f  - /61 

The d i f f e r e n t  phases of t h a t  manipulation are as 

I t  i s  then poss ib le  by comparing the  c h a r a c t e r i s t i c s  found before  and 
a f t e r  i r r a d i a t i o n  t o  deduce the  influence of  such t reatment  on the  emf de- 
l i ve red  by t h e  thermocouples. 

A.  EXPERIMENTAL ARRANGEMENT 

This experimentation implies t he  s e t t i n g  up of a r e l a t i v e l y  extensive 
experimental apparatus,  which must a lso meet very d e f i n i t e  s tandards ,  f o r  t he  
handl ing of  i r r a d i a t e d  products necess i t a t e s  c e r t a i n  precaut ions,  and the  
opera t ions  i n  the  r eac to r  a r e  sub jec t  t o  very strict r u l e s .  

This apparatus cons i s t s  o f :  

The r eac to r  S I L O E ,  where the  i r r a d i a t i o n s  took p l ace ,  

The i r r a d i a t i o n  furnace HEBE, belonging t o  t h e  Grenoble cen te r ,  which i s  

The c a l i b r a t i o n  furnace TETARD, located on a f ixed  base i n  one of  the/64 - 

The G 2  sheaths  containing thermocouples t o  be i r r a d i a t e d ,  and 

The a u x i l i a r y  equipment -- e l e c t r i c  power supply,  pumping u n i t ,  record- 

i n s t a l  l ed  in s ide  the  r eac to r ,  

opera t ing  wel ls  of t he  r e a c t o r ,  

i ng  devices ,  e t c .  

I .  THE REACTOR S I L O E  AND THE FURNACE HEBE 

1)  The Reactor SILOE 

I t  w i l l  be r eca l l ed  t h a t  t h i s  i s  a r e a c t o r  of the  "open-heart, swimming 
pool" type capable of a t t a i n i n g  an operating power of 15 Mw, with the  follow- 
ing  f luxes : 
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e f f e c t i v e  d i m .  70 'm 

Figure 29. Heating Element of  t h e  Furnace TETARD. 

Mean thermal f lux :  neutrons cm-2'* sec- l -  

Mean rap id  f l u x :  1 .5  l O I 3  neutrons cm-2 sec-l 

I ts  25 f u e l  elements (uranium enriched t o  90%) and 5 con t ro l  elements 
with 10 uranium p l a t e s  and a boron carbide b a r  ensure i t s  continuous func- 
t i o n i n g  f o r  3 weeks a t  normal operat ing power. 

T h i r t y  pos i t i ons  around t h e  hea r t ,  f o r  twenty-odd r i n g s  o r  capsules ,  
are a v a i l a b l e  t o  experimenters,  

2 )  The Irradiation Furnace HEBE [31] 

Developed and b u i l t  a t . t h e  Grenoble cen te r ,  t h i s  furnace is designed 
for  i r r a d i a t i o n  of non- f i s s i l e  elements between 4OO0C and 1400°C under an 
i n e r t  atmosphere. Although a temperature of 1000°C rep resen t s  a l i m i t  f o r  
i ts  hea t ing  elements,  nuc lear  hea t ing  enables the  specimens, i n  t h i s  case 
t h e  shea th  G 2 ,  t o  a t t a i n  t h e  temperature of  1300°C planned f o r  i r r a d i a t i o n  
of t he  thermocouples. 
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Figure 30. The Furnace TETARD i n  the Reactor. 
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11. THE CALIBRATION FURNACE 'IETARD 

The design c r i t e r i a  of  the  furnace TETARD a re  such t h a t  it should: 

Consume the  power necessary t o  obtain a temperature of 2000°C by con- 

Be vacuum-tight -- funct ioning a t  lo-'  mm Hg, i n  dynamic opera t ion ,  be- 

Be immersible i n  water,  

t inuous v a r i a t i o n ,  assur ing good thermal s t a b i l i t y  f o r  measurements, 

ing indispensable ,  

Permit easy reading of t he  temperature of t h e  specimens, - /65 

Accomplish the  i n s t a l l a t i o n  o f  the shea th  G2 without r i s k ,  

Have a hydrodynamic form f a c i l i t a t i n g  i t s  cool ing by n a t u r a l  convection 

Be of dimensions s u i t e d  t o  rap id  pumping and func t iona l  i n s t a l l a t i o n ,  

1. Description of the Furnace 
a )  The Heating Element. -- 24 tungsten rods (diameter 2 mm, length 275 

of the  water  of t he  swimming pool,  

mm) connected t o  molybdenum r ings  and arranged as  shown i n  Figure 29 con- 
s t i t u t e  t h e  hea t ing  element, 

Such an i n s t a l l a t i o n  permits t h e  r e s i s t o r  t o  expand without restric- 
t i o n ,  while  a t  the  same t i m e  avoiding f i e l d  e f f e c t s .  
assume t h a t  t h e  temperature along t h e  ax i s  is constant f o r  some t en  c e n t i -  
meters on each s i d e  of the  center .  

In  addi t ion  w e  may 

~ __ 
~ ~ __ 

b )  f i e  Cmrent Feed-In. -- Four molybdenum ba r s  symmetrically d i s t r i b u t -  
ed on t h e  r i n g s ,  f ixed  two by two t o  gas- t ight  openings, provide f o r  the  
cur ren t  feed-in.  Two braided copper cables (diameter 25 nun) connected t o  the  
openings supply the e l e c t r i c  power. 

e)  The Thema2 Screens. -- To the  number of s i x ,  these  (4 of molybdenum 
and 2 of s t a i n l e s s  s t e e l )  a r e  arranged around the  hea t ing  element i n  the  
same way as i n  the  furnaces a l ready described. 

d l  The Outer SbeZZ. -F Designed a5 a s i n g l e  shee t  of s t a i n l e s s  s t e e l  
( thickness  5 mm) and consequently without s e l f - coo l ing ,  t h i s  s h e l l  i s  closed 
a t  the  ends with cones which give it a hydrodynamic shape. 

On the  lower cone a re  two gas- t ight  o u t l e t s ,  one f o r  t he  sheath con-/66 - 
t a i n i n g  the  c a l i b r a t i o n  thermocouples, t h e  o the r  f o r  a vacuum gauge. 

The dimensions of t h i s  u n i t  ( she l l  and cones) a r e  as follows: 
he ight  830 mm, diameter 355 mm. 

e )  ?%.e Pwrrping Sleeve. -- This cons is t s  o f  a s t a i n l e s s  s t e e l  cy l inder  
(diameter 100 x 108, length 2 m) and ends i n  a chimney t o  which i s  f i t t e d  a 
funnel pe rmi t t i ng  the  sheath G2 t o  be  introduced without impacts, 
on the  i n s i d e  guides the  sheath.  
t he  swimming pool.  

A tube 
Figure 30 shows the  furnace immersed i n  
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2. Measurement o f  the Temperature 
The temperature i s  measured by means of  tungsten-rhenium a l l o y s  p rev i -  

ously c a l i b r a t e d  outs ide  t h e  r e a c t o r  and placed i n  t h e  G1 sheath (conta iner  
of c a l i b r a t i o n  thermocouples) i n s t a l l e d  t o  s t a y  i n  t h e  furnace.  

3. Ins ta l la t ion  of the Furnace 
In  order  t o  p ro tec t  t h e  sheath G2 from r a d i o a c t i v i t y  when, once i r ra-  

d i a t ed ,  i t  i s  introduced i n t o  the  furnace TETARD, t h e  l a t t e r  i s  placed 3 
meters deep i n  the  water of the  swimming pool .  

The maintenance of  t h e  furnace i s  ensured by cables  f ixed  t o  a catwalk 
i n s t a l l e d  over the  swimming pool.  This system permits easy access from the  
chimney, t he  opening of  which is several  cent imeters  above the  l eve l  of t he  
water.  The various connecting wires are enclosed i n  an impervious sheath.  

4. G'haracteristics of the Furnace 
Figure 31 shows as a funct ion of t he  temperature the  v a r i a t i o n s  of  t he  

power consumed and the  i n t e n s i t y  passing through the  r e s i s t a n c e .  

Figure 31. 

The curve of Figure 32 shows the  thermal i n e r t i a  of  t he  furnace by br ing-  
ing out  the  va r i a t ion  of t he  temperature of the  sheath G2 as  a funct ion o f  
the  t i m e ,  the  hea t ing  element not being suppl ied with cur ren t  p a s t  1500°C. 
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A E m e  i n  Hours 

Figure 32. Cooling Curve. 

111. THE SHEATHS CONTAINING THE THERMOCOUPLES - I 69 
In  order  f o r  t he  c a l i b r a t i o n  and specimen thermocouples t o  be under 

i d e n t i c a l  thermal condi t ions,  t h e  hot  p a r t s  o f  t h e  sheaths  which conta in  
them must have t h e  same configurat ion.  
out  according t o  c r i t e r i a  based on the use of t he  sheath designed f o r  t he  
specimens, which, t o  be s p e c i f i c ,  should: 

Thei r  conf igura t ion  has been worked 

Have dimensions determined by the nuc lea r  hea t ing  and t h e  permiss ib le  
size i n  the  furnace HEBE, 

P e r m i t  t he  i n s t a l l a t i o n  of t h e  maximum number of  thermocouples, 

Be made of materials providing good mechanical and thermal p rope r t i e s  

F a c i l i t a t e  t h e  var ious i n s t a l l a t i o n  and maintenance work and adjustments.  

a t  2000°C, and 

I. The Sheath (G2)  Containing t h e  Specimen Thennocoup Zes 
a )  The Hot Zone. -- This cons is t s  o f :  

A c e n t r a l  column support ing t h e  a x i a l  stresses, 

A body cons is t ing  of  four  cy l ind r i ca l  s l o t s  t o  rece ive  t h e  thermocou- 
p l e s  , 
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Figure 33. Sheath Containing the  Thermocouples, 
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A s e r i e s  of r ings  surrounding the  u n i t  t o  provide r i g i d i t y ,  and 

A hemispherical  cap c los ing  the  lower end. 

The choice of  molybdenum as a mater ia l  f o r  these  p ieces  and the  pre-  
sence of  the  thermocouples and of  i n su la t ing  beads give t h e  whole a mass 
of 45 g/cm with t h e  following dimensions: 

Outside diameter:  30 mm 
Length (determined by the  r a t e  of t he  neutron f l u x ) :  600 nun. 

Figure 33 shows t h i s  p a r t  of t h e  sheath i n  t h e  course of var ious s t ages  
of assembly, toge ther  with a cross-sect ion diagram. 
the  i n s t a l l a t i o n  of  16 thermoucouples o f  a maximum diameter of  4 mm. 

Such a design permits 

b )  The Connecting Tube. -- The hot p a r t  i s  f ixed  t o  a s t a i n l e s s  s t e e l  
tube (diameter 36 x 40 mm, length 2,150 mm) by a bayonet device which e l imi-  
na t e s  p ro jec t ing  p ieces  which would impede the  smooth in t roduct ion  of  t he  /70 
sheath i n t o  the  furnace and ensures an exce l l en t  r i g i d i t y  and small  bulk of 
t he  e n t i r e  u n i t .  

I_ 

e )  The Connecting Device. -- The wires o f  t he  thermocouples a re  s o l -  
dered t o  the  ends of  a SOCAPEX block with 39 channels f ixed  t o  a box connect- 
ed t o  t h e  connecting tube,  gas-tightness be ing  e f f ec t ed  by a coat ing of  
a r a l d i t e .  

2.  The Sheath (GI  I Containing the Calibration Themocoup Zes 
This cons i s t s  e n t i r e l y  o f  a hot  pa r t  ( length 250 mm) and a connecting 

device i d e n t i c a l  t o  those of t he  sheath j u s t  descr ibed.  

I V .  THE AUXILIARY DEVICES 

1. The Pwnping Unit 
Maintenance of  a vacuum with a pressure l e s s  than l o v 3  mm Hg i n  a volume 

of some hundred l i t e r s  (furnace,  s leeve,  ductwork) during degas i f ica t ions  
a t  high temperature requi res  t h e  use of a r e l a t i v e l y  l a rge  pumping u n i t ,  
cons i s t ing  of  a primary blade-type pump with a capac i ty  o f  60 m3/h and a 
secondary o i l - d i f f u s i o n  pump of a capacity of  1000 l / s e c .  

The pressure  is measured by means of  two gauges, one mounted d i r e c t l y  
on the  pumping u n i t  and the  o the r  a t  the bottom end of  the  furnace.  

2.  Electric Porjer Supply 
A sa tu rab le  se l f - induct ion  device outputs  t o  a voltage-reducing t r ans -  

former which feeds the  heat ing element a t  20 v o l t s ,  1000 amperes f o r  the  
maximum power. 

3. Measurement of the Electromotive Force 
A s  i n  the  preceding cases ,  an MECI recording instrument,  Speedomax 
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type with 1 2  t r acks ,  provides a record of  the  emf. 
permits d i s t r i b u t i o n  of the  var ious thermocouples over t h e  1 2  t r acks  a v a i l -  
ab le .  

A commutation system 

B.  EXPERIMENTATION - /71 

I .  GENERAL 

In  order  t o  impart a s ta t is t ical  cha rac t e r  t o  the  s tudy of the  behavior 
of thermocouples under f l u x ,  we car r ied  out  two s e r i e s  of i r r a d i a t i o n s  so l e -  
l y  on W 5% Re/W 26% Re thermocouples. 

1. Chronology 
In  accordance with the  p r i n c i p l e  o f  t he  undertaking, the var ious opera- 

t i o n s  took p lace  i n  the  following order:  

a) First  Series  of Irradiat ions:  
Preca l ib ra t ion ,  

F i r s t  i r r a d i a t i o n  cycle ( 3  weeks), 

Transfer  and ca l ib ra t ions  (E1 and E t ) ,  

Second i r r a d i a t i o n  cycle ( 3  weeks), 

Shutdown of the reactor (1 week), 

Third i r r a d i a t i o n  cycle  (2 weeks), 

Shutdown of t he  r eac to r  and deact ivat ion (4 weeks), 

Transfer  and ca l ib ra t ion  (E2 and E 5 ) ,  
Dosimetry, 

b )  Second Series  of Irradiat ions:  
Preca l ib ra t ion ,  

F i r s t  i r r a d i a t i o n  cycle (3  weeks), 

Shutdown of t h e  r eac to r  (1 week), 

Second i r r a d i a t i o n  cycle (3  weeks), 

Shutdown of t he  r eac to r  (1  week), 

Third i r r a d i a t i o n  cycle  (3  weeks), 

Shutdown of t he  r e a c t o r  and deact ivat ion (20 weeks), 

Transfer .  

/ 72 - 

2.  Distribution of the  l"h.ermocoup Zes 
With the  c e l l s  provided i n  t h e  G2 shea th ,  t h e  following thermocouples 

were i r r a d i a t e d :  
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a )  First  Series  of Irradiat ions:  
4 of bare  wires diameter 0 .5  mm (N 0.5) 
2 of bare  wires diameter 0 .3  mm (N 0.3) 
5 tantalum sheathed,  ex te rna l  diameter 1 . 3  mm (G 1.3) 
1 tantalum sheathed, ex terna l  diameter 1 . 8  mm (G 1 .8 )  

b )  Second Series  of Irradiations: 
2 of bare  wires diameter 0 .5  mm 
1 of bare  wires diameter 0 .3  mm 
2 tantalum sheathed, ex terna l  diameter 1 . 8  mm 
4 tantalum sheathed, ex terna l  diameter 1 . 3  mm 
2 niobium sheathed, ex terna l  diameter 1 .8  mm 
2 sheathed with tantalum and Schoop-sprayed with molybdenum, 

1 o f  bare  wires diameter 0 .5  mm (molybdenum/niobium) 
ex te rna l  diameter 1 .8  mm 

3 .  Remarks 
a)  We s h a l l  s ee  l a t e r  t h a t  t h e  conditions under which the  i r r a d i a t i o n s  

were c a r r i e d  out had the  e f f e c t  of bringing about,  during the  process ,  a 
r e l e a s e  of oxygen i n  the  furnace HEBE. This l ed  t o  the  formation of t a n t a -  
lum oxide i n  a powdery, extremely rad ioac t ive  form, For t h a t  reason the  
a c t i v i t y  of the  sheath containing the  specimen thermocouples and the  contami- 
na t ion  t h a t  it brought about compelled us t o :  

Reduce the  number of  t r a n s f e r s  of t he  sheath between the  furnaces HEBE 

Diminish t h e  presence o r  t h e  act ion of tantalum i n  the  second s e r i e s  /73 

and TETARD, i .e,  the  number of  ca l ib ra t ions  a f t e r  i r r a d i a t i o n ,  

of i r r a d i a t i o n s  by Schoop-spraying the tantalum sheaths with molybdenum, 
o r  by t h e  use of niobium shea ths ,  

t i o n  s o  as t o  lower the  a c t i v i t y  of the elements contained i n  the  sheath G2 
by n a t u r a l  decay. 

- 

Increase the  time between the  end of  an i r r a d i a t i o n  and t h e  c a l i b r a -  

b) The measurement of  t he  dosimetry is  common t o  the  two s e r i e s  of  ir- 
r a d i a t i o n s ,  s ince  the  respec t ive  locat ions of the  furnace within t h e  r e a c t o r  
have i d e n t i c a l  c h a r a c t e r i s t i c s .  

11. THE PRECALIBRATIONS 

Before i r r a d i a t i o n ,  the  specimen thermocouples, previously subjected t o  
anneal ing,  were ca l ib ra t ed  between 1000°C and 185OoC by means of t h e  thermo- 
couples contained i n  the  sheath GI. The d i f f i c u l t y  of  ob ta in ing  a s t a b i l i -  
za t ion  a t  low temperature t h a t  would guarantee an accurate  reading of t he  
emf compelled us t o  make measurements only above 1000°C. 
we f ixed  the  maximum working temperature a t  185OoC. 

For s a f e t y  reasons 

We d id  not  take account of the  temperature of  the  cold s o l d e r  junc t ion  
(temperature of t he  junct ion between thermocouple wires and connecting 
wi re s ) .  In f a c t ,  s ince  t h i s  remained constant it i s  p o i n t l e s s  t o  reduce 
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the  accuracy of t h e  r e s u l t s  by bringing i n  supplementary co r rec t ions ,  t he  
measurements being e s s e n t i a l l y  comparative. 

F i r s t  Cycle 

Second Cycle 

Third Cycle 

T o t a l  

111. THE IRRADIATIONS 

p l e s  was placed i n  the  furnace HEBE i n  such a way t h a t  i t s  lower end was 
a t  the  l eve l  of t he  median plane o f  the h e a r t  of t h e  r e a c t o r  (maximum f l u x ) .  

After the  p reca l ib ra t ion  t h e  sheath containing the  specimen thermocou- 

F i r s t  Se r i e s  

T i m e  ( s e c . )  

1.75 l o 6  
1.66 l o 6  
1.23 l o 6  

4.64 106 

1.  Atmosphere 
Although t h e  furnace HEBE was placed under an atmosphere of  pure helium 

This oxi-  
a t  a constant  pressure  of 0.750 kg/cm2 throughout the  i r r a d i a t i o n s ,  we ob- 
served a considerable  oxidat ion of the  elements of  t he  sheath G 2 .  
dat ion was no doubt occasioned by t h e  p a r t i a l  decomposition of the  non- 
s to ich iometr ic  g luc ina  and t h e  l i be ra t ion ,  under t h e  inf luence  of  i r r a d i a -  
t i o n  a t  high temperature,  of the  oxygen adsorbed t o  t h e  s t a i n l e s s  s t e e l  of 
the  furnace HEBE. 

D i a m i  ( n  

5.3 1019 

5.0 10~9 

3.7 1019 

/ 75 - 2. Dosimetry 
a )  Neutron Flux. -- The c h a r a c t e r i s t i c s  of  t h e  loca t ion  chosen f o r  t h e  

various i r r a d i a t i o n s  were determined on a mock-up which f a i t h f u l l y  dupl i -  
cated t h e  sheath G2 and was i n s t a l l e d  under t h e  same condi t ions.  Dosimeters 
along the  length of  t he  mock-up made it poss ib l e  t o  measure the  thermal f l u x  
and the  r ap id  f l u x ,  Figure 34 gives the value of  t hese  f luxes  as a funct ion 
of the  d is tance  from t h e  medfan plane.  

T ime  ( s e c . )  D i a m i  ( n  em-') 

1.79 l o 6  5.4 ' 1010 
1.79 l o 6  5.4 1 0 ~ 9  

1.60 io6 4.8 10~9 

b )  Time of Irradiation and Integrated Fluxes 
The durat ion of the  i r r a d i a t i o n s  and the  corresponding in t eg ra t ed  

f luxes break down as  follows f o r  t he  two s e r i e s :  

1.4 1020  5.18 1 0 6  1.6 10'0 

of I r r a d i a t i o n s  1 Second S e r i e s  of I r r a d i a t i o n s  

3) Temperature o f  Irradiation 
We recorded simultaneously the  emf's de l ivered  by t h e  specimen thermo- 

couples and the  chromel/alumel thermocouples permanently i n s t a l l e d  i n  t h e  
furnace HEBE. 

The mean temperatures measured by the  specimen thermocouples were 
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Figure 34. Flux Gradient. 

about 125OoC f o r  t h e  f i rs t  and second series of  i r r a d i a t i o n s .  The f luc tua -  
t i o n s  i n  temperature observed i n  t h e  course of  a cycle  on the  recordings 
are lower than 1.5%. 

51 



The geometric configurat ion and t h e  content of  t h e  shea th  as  well  
as the  experimental conditions made i t  impossible t o  determine the  thermal 
grad ien t  of t he  thermocouples. However, as the  hea t ing  was produced by t h e  
r ap id  f l u x ,  we may suppose t h a t  the  rapid f l u x  and t h e  temperature were 
d i s t r i b u t e d  s i m i l a r l y  along the  sheath.  

/ 76 - IV. CALIBRATIONS AFTER IRRADIATION 
We c a r r i e d  out two ca l ib ra t ions  (En and EIn) of the  i r r a d i a t e d  thermo- 

couples under the  same condi t ions as the p reca l ib ra t ion .  
a f t e r  i r r a d i a t i o n  should i n  f a c t  ensure the  regenerat ion of t he  elements 
c o n s t i t u t i n g  the  thermocouples and s o  el iminate  the  e f f e c t  of phenomena of  a 
r e v e r s i b l e  na ture .  

A f i rs t  hea t ing  
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/ 77 

i r r a d i a t e d  thermocouples a r e  t h e  recordings during t h e  i r r a d i a t i o n s  and t h e  
curves o f  devia t ion .  
necessary t o  poin t  out t he  d i f f i c u l t i e s  encountered during the  var ious mani- 
pu la t ions ,  which had the  r e s u l t  of reducing considerably the  number of  r e -  
s u l t s  expected. 

- C .  RESULTS OBTAINED 

The measurements capable of giving an account of the  behavior of 

However, before  going i n t o  t h e i r  development it i s  

I .  PRELIMINARY REMARKS 

I. First  Series of Irradiations 
Defects i n  the  manufacture o f  the thermocouples and the  assembling of  

the  sheath G 2  were r e f l e c t e d  i n  anomalies o r  devia t ions  i n  t h e  curves of 
c a l i b r a t i o n  made i n  the  course of t h e  f i r s t  hea t ing  i n  the  furnace TETARD. 
We were thus constrained t o  consider as t h e  only v a l i d  ind ica t ions  those 
furnished by fou r  (2 TC N 0.5, 1 TC G 1.3, and 1 TC N 0 . 3 )  of t h e  twelve 
thermocouples i n s t a l l e d ,  as only those fou r  were i n  keeping with those of 
the  c a l i b r a t i o n  thermocouples, 

2.  Second Series of Irradiations 
The operat ions of t r a n s f e r r i n g  t h e  sheath G2, subjec t  t o  s a f e t y  r u l e s ,  

were rendered considerably more complicated and d i f f i c u l t  by t h e  high radio-  
a c t i v i t y  exhib i ted  by t h a t  sheath even a f t e r  t he  long per iod of  deact iva-  
t i o n  ( 2 0  weeks). 
the  shea th  G2 from the  furnace HEBE t o  t h e  furnace TETARD, weakened as i t  
was by hea t ing  t o  high temperature (preca l ibra t ions)  and the  condi t ions of 
i r r a d i a t i o n  (oxida t ion) ,  brought about a break a t  the  l eve l  of  t he  hot  p a r t  
of the  molybdenum, thus suppressing any p o s s i b i l i t y  of c a l i b r a t i o n  a f t e r  
i r r a d i a t i o n .  

Moreover, the  r ap id i ty  of the  handling i n  t r a n s f e r r i n g  

, 
/ 78 - 11. RECORDINGS DURING THE CALIBRATIONS 

The temperatures ind ica ted  by the  d i f f e r e n t  specimen thermocouples 
being e s s e n t i a l l y  i d e n t i c a l  (deviation < l O ° C  a t t r i b u t a b l e  t o  t h e  geometry 
of t he  sheath f l u x ) ,  we have en tered  i n  t h e  t a b l e  t o  Figure 35a t h e  means 
and v a r i a t i o n s  with respec t  t o  the  means f o r  temperatures corresponding t o  
the  emf's recorded i n  the  course of  the var ious cycles  of t h e  f i r s t  and 
second s e r i e s .  
r egu la t ive  thermocouples (chromel/alumel) of  t h e  furnace HEBE, which by 
reason of i t s  loca t ion  bes t  r e f l e c t s  t h e  value of t h e  f lux .  

A very rough comparison poin t  i s  furnished by one of the  

The recorded curves f o r  emf = f ( t ime)  a r e  not  shown; the  reduct ion i n  
s c a l e  d id  not  make it f e a s i b l e  t o  show the  behavior of t he  thermocouples 
properly.  
the  formulation of the  following statements:  

However,analysis of thosecurves and ana lys i s  of  t h e  t a b l e  permit 
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Figure 35 a. 

- Temperature f luc tua t ions  followed i n  an i d e n t i c a l  manner by a l l  t h e  
thermocouples and due t o  v a r i a t i o n s  i n  f l u x  mask any v a r i a t i o n  of t h e  spec i -  
men thermocouples i n  t h e  course of  cine and the  same cyc le ,  

- The temperatures a t t a i n e d  a t  t h e  end o f  each cycle  are  always very 
c lose  ( ~ 3 " c )  t o  the  mean temperatures observed, 
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- The d i f fe rences  of t h e  mean temperatures between two success ive  cyc les  
should,  f i r s t  on t h e  b a s i s  of  t h e  two note  o f f e red  above and second as a 
func t ion  of t he  values  ind ica t ed  by the HEBE thermocouple, j u s t i f y  t h e  v a r i a -  
t i o n  of t h e  thermocouples i n  t h e  course o f  time. In f a c t  i n  t h e  f irst  i r r a -  
d i a t i o n  ser ies  it shows no s i g n i f i c a n t  v a r i a t i o n ,  i n  con t r a s t  t o  t h e  curves 
of dev ia t ion  ( c f .  § 111).  In t h e  second s e r i e s  t hese  d i f f e rences  i n  tempera- 
t u r e  are more marked, b u t  it was no t  poss ib le  f o r  us t o  compare them t o  those 
furn ished  by t h e  corresponding deviat ion curves,  s i n c e  no c a l i b r a t i o n s  were 
done a f t e r  i r r a d i a t i o n .  

111. THE CURVES OF DEVIATION 

a given thermocouple t h e  d i f f e rence  AT" = f (TOC) between t h e  p r e c a l i b r a t i o n  
and t h e  var ious c a l i b r a t i o n s  a f t e r  i r r a d i a t i o n ,  

I t  w i l l  be remembered t h a t  (page 23) the  devia t ion  curves represent  f o r  

Figures  35a, 35b, and 35c show the devia t ion  curves obtained f o r  t he  
fou r  thermocouples of t h e  f i rs t  s e r i e s  ( the  two thermocouples cons i s t ing  of  
ba re  wires 0 .5  mm i n  diameter providing i d e n t i c a l  va lues ) .  

We f i n d  from these  r e s u l t s  t h a t :  

The evolut ion of t h e  thermocouples manifests  i t s e l f  i n  a l l  cases by /81 
a diminution of t h e  emf de l ivered  above 1300°C ( t h i s  value corresponding 
approximately t o  t h e  temperature o f  i r r a d i a t i o n ) ,  

The devia t ion  increases  with t h e  time of i r r a d i a t i o n  and i s  l a r g e r  t h e  
smal le r  t h e  diameter of t he  wires o f  the thermocouple, and 

The inf luence  of t h e  f irst  heat ing o r  c a l i b r a t i o n  a f t e r  i r r a d i a t i o n  
(intended t o  ensure regenerat ion)  i s  less  s i g n i f i c a n t  as t he  dura t ion  of 
t h e  i r r a d i a t i o n  increases .  

- 

I V .  CONCLUSION 

The absence of devia t ion  curves in  t h e  second s e r i e s  of  i r r a d i a t i o n s  
deprived us of a c e r t a i n  number of  data t h a t  would no doubt have allowed us 
t o  give a s ta t i s t ica l  cha rac t e r  t o  t h i s  s tudy.  Nevertheless ,  t h e  reproduci-  
b i l i t y  of t he  measurements c o l l e c t e d  and t h e  observat ions made on t h e  b a s i s  
of t h e s e  leads  us t o  th ink  t h a t  t h e  r eve r s ib l e  and i r r e v e r s i b l e  phenomena 
which modified the  thermocouples a r e  mult iple  and t h a t  t h e i r  r e l a t i v e  in -  
f luences cannot always be r e a d i l y  d i f f e r e n t i a t e d .  
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D. INFLUENTIAL FACTORS / 83 - 
Before s tudying t h e  var ious fac tors  t h a t  con t r ibu te  t o  t h e  evolu t ion  

of thermocouples i r r a d i a t e d  under t h e  condi t ions descr ibed above, it i s  prop- 
e r  t o  review t h e  p a r t  played by t h e  r e l a t i v e  loca t ions  and ex ten t s  of  the  
temperature grad ien t  i n  which t h e  thermocouple t o  be c a l i b r a t e d  i s  placed 
and the  zone where t h e  modif icat ion of s t r u c t u r e  took p l ace  i n  t h e  wires of  
which it is  cons t i t u t ed .  In  fact  t h e  modif icat ions t h a t  t he  thermocouple 
undergoes may o r  may not  be traced depending on the  l imi t ing  cases i l l u s t r a t -  
ed i n  Figure 36 .  

~,5+, P e r t u r b e d  Zone 

Evo lu t ion  Un t raceab le  

Pert-urbed Zone 

Evo lu t ion  T r a c e a b l e  
Figure 36, 

I .  TRANSMUTATIONS 

Various authors  [24 t o  281 have shown t h a t  nuc lear  t ransformations,  by 
reason of the  modif icat ions i n  composition t h a t  they induce wi th in  t h e  ir- 
r a d i a t e d  ma te r i a l s ,  a r e  one of t he  p r inc ipa l  f a c t o r s  causing the  evolu t ion  
of  thermocouples. 

Theore t ica l  s t u d i e s  have a l s o  been undertaken [32] t o  determine by 
Mott ' s  [7] and Domenicall i 's  [8] formulas the  devia t ions  produced by these  
changes i n  composition i n  t h e  emf's del ivered by t h e  thermocouples. 

/ 84 However, t h e  d i f f i c u l t y  of  determining the  energy d i s t r i b u t i o n  - 
( f lux  = f (energy))  and the  geometrical d i s t r i b u t i o n  of  the  f l u x  with re- 
spec t  t o  the  specimen renders  t h e  exact ca l cu la t ion  of t he  percentage of 
elements transmuted p r a c t i c a l l y  impossible. 

I n  our  s tudy w e  have l imi ted  ourselves t o  t h e  ac t ion  of a un id i r ec t ion -  
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a1 thermal f l u x  of known energy (0.025 ev) , i n  order  t o  a s s ign  an order  of 
magnitude t o  t h e  compositions obtained a f te r  i r r a d i a t i o n .  

The p r i n c i p l e  of  t h e  ca l cu la t ion  is as follows: 

In  a nuc lear  r eac t ion  of t h e  type: 

A + ~ M T  A + l  , ( s tab le)  A M i  + nth M i  

t i o n  t a r e  given by: M l  Ml 

where AM. is  one of  t h e  i so topes  o f  the i r r a d i a t e d  element AM, t h e  numbers 
of parts 'per mi l l i on  of A + l  b and A + l  I formed during the  per iod  o f  i r r a d i a -  

[l - exp(-s n a ) ]  

Li t 
Number of ppm of  A + l  ! = N '  = N [ - 11 Ml 1 - exp(-Li t )  

with n i  = number of  atoms of  AM^ p e r  cm3 

n 

S i  = e f f e c t i v e  s e c t i o n  of  AM 

s 

L i  = r ad ioac t ive  constant  of A + l  x (Li = 1/1.44 Ti)  

a 

8,  = i nc iden t  thermal f l u x  i n  n cmF2 sec-1 

= number of  atoms of AM p e r  cm3 (n = 1 n i )  i 
of t h e  thermal neutrons,  i n  barns  i 

= mean e f f ec t ive  sec t ion  o f  AM of t h e  thermal neutrons,  i n  barns  

M, 
= depth of  t h e  specimen o f  AM t r ave r sed  by t h e  f l u x  

Note: I n  t h i s  ca l cu la t ion  we have not taken account of  t h e  t ransmutat ions 
(regarded as neg l ig ib l e )  of elements such as A + l M '  and of t he  fact  t h a t  
n i  = n i o  - m i ,  where n io  i s  the  number o f  atoms OF  AM^ hecore i r r a d i a -  
t i o n  and m i  t he  number of atoms of A + l p  formed; i n  f ac t ,  our experimental  
condi t ions permit us t o  make t h e  approximation ni = nio. 

/ 86 - I .  Nuclear Reactions 
Tungsten and rhenium being the s o l e  elements c o n s t i t u t i n g  t h e  wires of 

t he  thermocouples, t h e  nuc lear  react ions capable of inducing s i g n i f i c a n t  
changes i n  composition are the  following: 

2 barns 73 days 
30.6% 18% + n th  - 185W* B' 85Re 

34 barns* 187w* - 187R3, 28.4% 

100 barns  
18'R3, + n th  3 7% 

69 barns -t 
6 3% 187R, + n t h  

24 hours 
186w + n t h  B-  

1860, ( s t ab le )  

1880s ( s t ab le )  

93 hours+ 
0- * 186Re* 

1 8 8 ~ ~ *  17  hours 
B- 
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Figure 37, Variations in Composition. 
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2 )  Composition Af ter  Irradiation 
Fig. 37shows as a funct ion of the d is tance  from the  median plane ( l eve l  

of the  hot  weld of t he  thermocouples) the  v a r i a t i o n s  i n  composition ( i n  ppm) 
of wires of W 5% Re and W 26% Re (diameter 0 . 3  mm) with respec t  t o  t h e  i n i -  
t i a l  s t a t e ,  f o r  1300 hours of i r r a d i a t i o n  ( f i r s t  s e r i e s )  with the  f luxes 
ind ica t ed  above. These r e s u l t s  a r e  i n  p e r f e c t  agreement with t h e  curves 
A %  = f ( t ime ,  f lux)  ca lcu la ted  by D . N .  Hall [33] f o r  t h e  same ma te r i a l s .  

Notes : 
The ca l cu la t ion  f o r  wires of 0 .5  mm and 0.2 mm leads t o  la rge ly  i d e n t i -  

c a l  values  (deviat ion <3%),  

I t  may be supposed t h a t  i f  we took account of  t he  intermediate  neutrons 
(whose d i s t r i b u t i o n  is unknown) , which e x h i b i t  extremely high resonance sec-  
t i o n s  f o r  given energies  and f o r  that  reason a r e  r ap id ly  a t tenuated ,  t h e  
v a r i a t i o n s  i n  composition obtained for  t he  var ious diameters of wires would 
lead t o  g r e a t e r  devia t ions .  

ab le  f o r  the  experimental condi t ions,  would y i e l d  l a r g e r  values .  
A s tudy done by using an i s o t r o p i c  f l u x ,  which i s  no doubt more s u i t -  

3)  Contribution t o  the Evolution of the !l%.ermocouples 
The i r r e v e r s i b l e  charac te r  of the e f f e c t s  produced by transmutations and 

the  f a c t  t h a t  they are an increas ing  function of the  t i m e  of i r r a d i a t i o n  cor- 
respond t o  the  observations formulated concerning the  devia t ion  curves , 
espec ia l ly  as these  e f f e c t s  a r e  pe r fec t ly  t r aceab le  throughout t h e i r  ex ten t .  

11. PERTURBATION OF THE LATTICE 

1 )  Mechmz<srn [34] 

I r r a d i a t i o n  a t  high temperature,  by t h e  c rea t ion  of defec ts  (vacancies , 

Nevertheless ,  the  thermo- 
i n t e r s t i t i a l  atoms, d i s loca t ions ) ,  induces p e r t u r b a t i o n - o f  t he  l a t t i c e  and 
s o  i n t e n s i f i e s  the  process of  d i f fus ion  of  atoms. 
dynamic equi l ibr ium toward which t h i s  per turbed s t a t e  tends ensures t h e  re- 
combination of the  vacancies and i n t e r s t i t i a l  atoms as they a r e  formed, bu t  
e n t a i l s  a change i n  the  composition of t h e  a l loys  by homogenizing them i n  
the  v i c i n i t y  of  t he  hot  weld. 

2 )  Effect  on the Thermocouples 
a) Creation of Defects. -- This operates throughout t h e  zone i n  which 

the  f l u x  i s  appl ied.  Nevertheless,  the ann ih i l a t ion  of the  defec ts  i n  the  
course of t he  i r r a d i a t i o n s  and the  annealing of the  f i rs t  c a l i b r a t i o n  a f t e r  
i r r a d i a t i o n  should cause t h e i r  e f f e c t  (modification of t he  r e s i s t i v i t y )  t o  
disappear  completely, s o  t h a t  it w i l l  no longer be observable during t h e  
second c a l i b r a t i o n .  

b/ Diffusion. -- An e s s e n t i a l l y  i r r e v e r s i b l e  phenomenon, t h i s  a f f e c t s  
only t h e  immediate v i c i n i t y  of the  hot weld. 
t he  i r r a d i a t i o n s  (temperature and time) and the  low values  of t h e  d i f fus ion  
c o e f f i c i e n t s  of tungsten and of t h e  rhenium i n  t h e  tungsten do no t  permit 
t he  c rea t ion  of a zone of d i f fus ion  higher than the  region where the  tempera- 

In  f a c t ,  the  condi t ions of 
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t u r e  i s  constant i n  t h e  heat ing element of t he  furnace TETARD (about 10 cm). 
F o r  t h a t  reason, while it does contr ibute  t o  changing the  s t r u c t u r e  of t he  
thermocouples, the  e f f e c t  of d i f fus ion  cannot be t r aced .  

111. OTHER FACTORS 

1)  Nuclear Heating 
As the  c a l i b r a t i o n s  a f t e r  i r r a d i a t i o n  were done before  t h e  t o t a l  de- 

ac t iva t ion  of  the  elements of t h e  sheath,  t h e  nuc lear  hea t ing  t h a t  they 
cause. c r e a t e s  a thermal dissymetry between sheaths  G1 and G2. 
menon, which i s  s i g n i f i c a n t  a t  low temperature (T < 250°C),has no e f f e c t  
a t  h ighe r  temperatures,  where t h e  power r ad ia t ed  by the  r e s i s t o r  i s  f a r  high- 
e r  than t h a t  suppl ied i n  t h i s  way ( ~ 0 . 0 1  w). 

This pheno- 

2 )  Oxidation - /88 

The presence of  oxygen i n  the  furnace HEBE during i r r a d i a t i o n s  i s  cap- 
able  of a f f e c t i n g  the  s t r u c t u r e  of the thermocouples by the  formation of a 
su r face  coat ing of oxide on the  wires.  
d i s t i n c t l y  h igher  than t h a t  of v o l a t i l i z a t i o n  of t he  oxides,  should ensure 
t h e i r  disappearance as they a re  formed. 

However, t h e  i r r a d i a t i o n  temperature,  

But t h i s  argument, which i s  va l id  f o r  t h e  hot  p a r t s  o f  t h e  sheath,  is 
not v a l i d  i n  the  colder  zones, where the oxides cannot v o l a t i l i z e  and con- 
sequent ly  do cause a d i f fus ion  of oxygen i n  t h e  l a t t i c e .  

I 3) Behavior o f  the Glucina 

Various works [35 t o  371 have shown t h a t  g luc ina  under i r r a d i a t i o n  i s  
the  sub jec t  of transformations (var ia t ion of t h e  l a t t i c e  parameters,  diminu- 
t i o n  of t he  thermal conduct ivi ty ,  modification of t he  mechanical p rope r t i e s ,  
e t c . ) ,  which, however, a r e  annih i la ted  by hea t ing  outs ide  the  f lux .  

Such t ransformations,  p r inc ipa l ly  the  drop i n  r e s i s t i v i t y ,  may be much 
more s i g n i f i c a n t  i n  the  case of sheathed thermocouples, where the  glucina 
i s  i n  in t imate  contac t  with the  wires, e s p e c i a l l y  as  t he  ex ten t  of t h e  zone 
i n  which they a r e  produced i s  g rea t e r  than t h a t  of the  region i n  which they 
can be el iminated.  
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APPENDIX / 89 - 
BEHAVIOR OF THERMOCOUPLES OF REFRACTORY ALLOYS 

UNDER IRRADIATION I N  THE PRESENCE OF URANIUM DIOXIDE 

The use of sheathed thermocouples a t  high temperature i n  U02 f u e l  e l e -  
ments under i r r a d i a t i o n  has been t h e  subject  of var ious works [38 t o  401, 
of which it appears t o  us usefu l  t o  give a b r i e f  r6sum6. In f a c t  t h e  use 
of these  thermocouples under such conditions i s  l imi ted  by t h e  inf luence of  
f a c t o r s  o the r  than i r r a d i a t i o n ,  t he  causes of which a r e  not  y e t  e n t i r e l y  
c l e a r .  

1 )  Observations Made 
I t  i s  found t h a t  t he  emf delivered by thermocouples before  measuring 

the  temperature of t he  f u e l  element i n  which they are placed decreases con- 
s ide rab ly  a f t e r  each r i s e  i n  power of t h e  r eac to r .  
nomenon does not a t  a l l  modify t h e i r  s e n s i t i v i t y .  
of i r r a d i a t i o n  which va r i e s  widely depending on the  experiment under con- 
s i d e r a t i o n  c e r t a i n  of them do not  de l ive r  any emf a t  a l l .  
usua l ly  found between 14OO0C and 22OO0C, may be represented by the  curves 
shown i n  Figure 38. 

This reproducible  phe- 
However, a f t e r  a time 

Such a behavior,  

2) Interpretation 
I t  i s  evident  from these  observations t h a t  i n  t h e  presence of U02 two 

d i  s t i n c t  phenomena appear : 

a)  Deviation of the Electromotive Force. -- As the  devia t ions  a re  f a r  
h igher  than those which can be induced by thermal shocks ( s t a r t i n g  up and 
dropping bars )  and by i r r a d i a t i o n s ,  thermocouples can apparent ly  be absolved, 
e s p e c i a l l y  as  t h e i r  s e n s i t i v i t y  is not modified and t h e  devia t ions  a r e  r e -  
producible .  I t  appears t h a t  t h i s  phenomenon i s  chargeable t o  var ious fac-  
t o r s  which simultaneously cause a lowering o f  the  temperature of the  f u e l  
element by lo s s  of r e a c t i v i t y  due t o  the  poisoning of  t h e  U02 by xenon 
and samarium, and a l s o  a modification o f  the  loca t ion  of t he  thermocouple 
i n  consequence of expansions produced by the  r ise i n  temperature on s t a r t i n g  
up; f o r  t h i s  reason the  dis turbance of t h e  contact  between thermocouple and 
U02 shows i t s e l f  i n  a lower recorded temperature.  

- /90 

b )  Deterioration of the ThermocoupZe 
Afte r  i r r a d i a t i o n  the  recovery of t he  f u e l  element permits t he  observa- 

t i o n  t h a t  thermocouples taken out o f t h e  c i r c u i t  exh ib i t  a corrosion of t h e  
sheath by U02 which causes t h e i r  p a r t i a l  o r  t o t a l  d e t e r i o r a t i o n .  
phenomenon i s  e s s e n t i a l l y  a funct ion of  t he  temperature and time of  i r r a d i a -  
t i o n  and of the  mater ia l  cons t i t u t ing  t h e  sheath (molybdenum o r  tantalum).  
Of the  two metals molybdenum appears t o  be less r e a c t i v e .  

This 
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Figure 38. 

Breakdown 
‘ o f  the TC 

T i  m e  
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CONCLUSION 

Study o f  tungsten-rhenium a l l o y  thermocouples ou t s ide  t h e  r e a c t o r  proved 
t o  us t h a t  when used with c e r t a i n  precaut ions they  cons t i t u t ed  a p a r t i c u l a r -  
l y  e f f i cac ious  and p rec i se  means of  measuring temperatures up t o  about 
2300°C. In fac t  the  emf's t h a t  they de l ive r ,  which a r e  not  a l t e r e d  i n  any 
way by long per iods of hea t ing ,  are very s i g n i f i c a n t l y  modified by thermal 
shocks and by t h e  presence of c e r t a i n  gases ,  bu t  without  t h a t  dev ia t ion ' s  
exceeding t h e  l i m i t s  of t he  zone o f  dispers ion of  pure ly  thermoelec t r ic  o r i -  
gin.  
loys which provide co ld  weld compensation make it poss ib l e  t o  widen the  
f i e l d  of  numerous i n d u s t r i a l  appl ica t ions  of  t h i s  type o f  thermocouple, 

Moreover, t h e  measurement of response time and t h e  development o f  a l -  

The r e s u l t s  of s tudy  i n s i d e  t h e  r eac to r  showed t h a t  W 5% Re/W 26% Re 
thermocouples under i r r a d i a t i o n  undergo ,considerable  v a r i a t i o n s  a t t r i b u t e d  
p r i n k i p a l l y  t o  changes i n  composition caused by nuc lea r  t ransmutat ions which 
l i m i t  t h e  p rec i s ion  and the  usefu l  l i f e  o f  t h i s  type o f  thermocouple under 
neut ronic  f luxes .  For  t h a t  reason, from the  po in t  of  view of  prolonged use 
i n  the  r e a c t o r  i t  seemed t o  us use fu l  t o  suggest a new type of thermocouple 
cons i s t ing  o f  materials of  very small c ross  sec t ion  which e x h i b i t  a good 
compat ib i l i ty  with uranium dioxide and meet t h e  c r i t e r i a  o r d i n a r i l y  requi red  

Determination of t hese  substances a p r i o r i  was provided f o r  us  by a 
comparison o f  t he  mean e f f e c t i v e  sec t ions  f o r  thermal neutrons ( in  barns)  
of  t h e  r e f r a c t o r y  metals, l i s t e d  i n  the t a b l e  below. 
molybdenum and niobium show the  lowest va lues .  

I t  w i l l  be noted t h a t  

Rhenium Tantalum Tungsten Molybdenum N i ob i um 

84 2 1 . 3  19.2 2.5 1.1 

In add i t ion ,  s tudy of t he  curves showing t h e  v a r i a t i o n s  o f  absolu te  
thermoelec t r ic  power [41-421 and o f  r e s i s t i v i t y  [43] as a func t ion  of t h e  - /92 
temperature,  presented i n  Figures 39 and 40 r e spec t ive ly ,  permits  us t o  
s t a t e  t h a t  molybdenum plays  a r61e with r e spec t  t o  niobium i d e n t i c a l  t o  
t h a t  o f  tungsten with respec t  t o  rhenium. Las t ly ,  i t  should be  noted t h a t  

1) Molybdenum and niobium, l i k e  tungsten and rhenium, occupy adjacent  
p laces  i n  Mendeleyev's pe r iod ic  c l a s s i f i c a t i o n .  

2) The molybdenum-niobium equilibrium diagram [44] ,  given here  as Fig- 
ure  41, permits us t o  foresee  a normal behavior o f  t hese  thermocouples with 
a high percentage o f  molybdenum up t o  temperatures o f  t h e  o rde r  of  2200"C, 
f o r  it shows a continuous s o l i d  phase. (The so l idus  l i n e  reaches a minimum 
of  2345°C f o r  a concentrat ion of  molybdenum of  about 20% by weight.)  

Thus we may suppose t h a t  molybdenum-niobium a l l o y  thermocouples are 
capable of supplying emf's comparable t o  those o f  tungsten-rhenium a l loys  , 
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Figure 39. Absolute Thermoelectric 
Powers. 

e s p e c i a l l y  as the  curves 
E,, = f(T"C) (Figure 6 )  of thermocou- 
p l e s  cons i s t ing  of couples of  t he  r e -  
spec t ive  pure metals a r e  l a rge ly  
i d e n t i c a l .  

The manufacture of such a l loys  
poses meta l lurg ica l  problems more 
complex than those of  tungsten and 
rhenium [45]. I t  is poss ib l e ,  how- 
ever ,  t o  make wires of var ious com- 
pos i t i ons  i n  order  t o  do prel iminary 
c a l i b r a t i o n s  f o r  t he  purpose o f  de- 
termining the  optimal condi t ions 
(highest  and most nea r ly  l i n e a r  emf). 
I t  i s  use fu l  t o  note  t h a t  i n  the  
even tua l i t y  t h a t  pure molybdenum 
should r e a l i z e  t h a t  condi t ion with 
some molybdenum-niobium a l l o y ,  
thermocouples i n  t h e  form of  a co- 
a x i a l  sheath (of t h e  type of Figure 
7c) with a molybdenum-niobium core 
and the  sheath of  molybdenum would 
be p e r f e c t l y  s u i t e d  t o  measurement 
of  t he  temperature of  U02 f u e l  e l e -  
ments. 

I I /  

Figure 40. Resistivities. 
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TABLES AND MEAN CALIBRATION CURVES OF TUNGSTEN-RHENIUM ALLOY THERMOCOUPLES/95 - 

T*C 

0 
5 
10 
15 
20 

- 

25 
30 
35 
- 40 

50 
55 
60 

45 

65 
70 
75 
80 
85 
90 
95 
- 100 

- W / W  25% Re Bare Wires I 

0 100 200 300 400 500 600 700 80O 900 lo00 1100 IT*C 

0,000 0,410 1,120 2,100 3,365 4.820 6,610 8,600 10,670 12,710 14,740 16.790 0 
0,015 0.440 1,160 2,160 3,440 4.905 6,700 8,710 10,775 12,810 14.840 16,9On 5 
0.030 0,465 1.200 2.220 3,505 4,990 6,800 8,810JO.880 12,915 14,940 17,005 10 

---- 0.050 0,495 ---------L- 1 ~ ~ 4 5  2,280 3,575 5.075 6,905 8,915 long80 13,015 15,045 17 105 15 
0,070 0,525 1,285 2.340 3,640 5,160 7,005 9.015 11,085 13,115 15.145 17.210 20 

- -- -- - -- --- - - - -- 
--___-- ---------- 
-------- 
---------- ---- 

0,090 0,555 1.325 2,400 9,120 11,190 13,215 15.250 17,315 3.710 5,250 7,100 25 
5,330 0.110 0,585 1,770 2,460 3.780 7.200 9,230 11.290 131315 15,350 17,415 30 
5.420 0,130 0,620 1,415 2,520 3,850 7.300 9,320 11.395 13,420 15.450 17,520 35 

0,170 0,685- 1,505 2,640 3,985 5,590 7,500 9,525 11,600 13.620 15.655 15,655 45 

0,210 0.755 1,600 2,765 4,125 5,765 7,700 9,735 11,800 13,820 15,860 178940 55 

0,150 0,650.1~460 2,580 '3,915 5,500 7,400 9.420 11.495 13.520 15,550 17,625 40 

0.190 0,720 1.550 2,700 4,050 5,680 7,600 9,630 11.700 13.720 15,760 17.830 50 

-----L-.--L------ 
0,255 0,830 1.715 2.900 4,280 5,950 7,900 9,940 12,000 14,025 16,070 18,145 65 
01280 0,870 1,770 2 965 4,355 6,045 8.000 10,045 12,105 14,125 16,170 18,250 70 ----L------ 
0,300 Oi9lO 1,825 3,030 4,430 6,140 8,100 10,150 12,205 14,230 16,275 18,350 75 

0,235 0,790 1660 2 830 4.200 5,860 7 800 9,840 11.900 13,920 15,965 18,040 60 
-- --__.-- ----- 

---------- 
0,320 0,950 1.880 3,100 4,510 6,230 8,200 10,250 12,305 14,330 1- 18,455 80 

-----*__------ 

0,345 0,990 1,935 3,165 .4,585 6,325 8,300 1 0 , S O  12,405 14,435 16,485 18,560 85 ---------- ---___ 
0,370 1,035 1,900 3,230 4,660 6,420 8,400 10,460 12,505 14,535 16.585 18,660 90 
0,390 1,080 2,050 3,300 4,700 6,510 8,500 10,565 12.610 14,640 16,690 18,765 95 

-------------- 
---------- 

.- 0,410 - 1.120 A 2,100 3,365 4,820 6,610 8.600 10,670 12,710 14,740 16,790 18.870 100 

T*C I 1200 I 1300 I 1400 I 1500 

25 19.380 21,420 23,500 25,555 
30 19,480 21,520 23,600 25.660 

- 40 19,680 21,730 23.810 25.865 
45 19,780 21.830 23.910 25,970 

55 19.980/ 22.040 24,120 26,175 

----- 
35 19.580 21,625 23,705 25,765 

----- =--- 50 19,880 21,935 24,015 26,070 
----- 
------ 
60 20,080 22.150 24.220 26,275 
65 20.180 22,250 24.320 26,380 
----- 
----- I I I I  

1600 I 1700 I1800 1 1900 I 2000 I 2100 I 2200 1 x 1 T*C 

, I  
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W./ W. 24KRa Sheathed, 1 .8 mm 

emf i n  mv 
Reference: 0°C 
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emf i n  mv 
Reference: 0°C 

T'C 0 1 0  200 300 400 500 600 700 800 900 1000 1100 P'C 

0 0,000 1,370 2,870 4,550 6,360 8,180 9,980 11,780 13,580 15,380.17,180 18,985 0 

8,270 5 0,065 1,460 2,950 4,640 6,455 10.070 11,870 13,670 15,270 17,270 19,070 -2 

< 

- ---___.--------- 

io 0,130 1,515 3.035 4,730 6,545 8,360 10,160 11,960 13,760 15,560 17,360 19,160 10 ------ 
8,450 15 0,200 1,585 3,115 4,820 6,635 10,250 121050 13.850 15.650 17,450 19,250 15 

20 0,270 1,660 3,200 4,910 6,725 8,540 10,340 12,140 13,940 15,740 17.540 19,340 29 -------------- 
25 0.340 1,730 3,280 5.000 6,895 8,630 10,430 12,230 14-030 15,830 17,630 19,930 25 
30 0,405 1.805 3,360 5.090 6.905 8,720 10,520 12,320 14,120 15,920 17.720 19,515 30 
35 0,475 10,610 121410 14,210 16,010 17,810 19,600 35 1,880 3.440 5,180 6,995 8,810 

------- 
-------------- 
--- 
40 0.540 1,950 3,525 5.270 7,085 8,900 10,700 12,500 14,300 16.100 17,900 19,690 40 
45 0,610 2,.025 3,610 5,365 7,175 8,990 10,790 12,590 14,390 16,190 17,990 19,780 45 
50 0,680 2,100 3,690 5,455 7,265 9,080 10 880 12,680 14,480 16,280 18,080 19,870 50 -------A ------ 
55 0,750 2.175 3,780 5,545 7,355 9,170 10,970 12,770 14,570 16.370 18.170 19.960 55 
60 0,820 2,250 3,865 5,640 7.455 9,260 11,060 12,860 14.660 16,460 18,260 20.045 60 
65 0,885 2.330 3.950 5,730 7,535 9,350 11.150 12,950 14.750 16,550 18,350 20,135 -2 

-------------- ------ ------- 
---- <--------- 

----- -------- 
----- 
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emf i n  mv 
Reference: 0°C 

W.S% Re/ W.26X Re Sheathed 1.8 mm 

I I I , 1 
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